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JAPANESE INDUSTRIAL STANDARD JIS

Cotton-fabric based varnished fabrics C 2340-1995

1. Scope This Japanese Industrial Standard specifies cotton-fabric based
varnished fabrics used for electrical insulation.
Remarks 1. The following standard is cited in this Standard:
JIS C 2120 Testing method of varnished cloths and tapes
for electrical insulation
2. The International Standards corresponding to this Standard
are given helow.
IEC 394-1 (1972) Varnished fabrics for electrical purposes.
Part 1: Definitions and general requirements
IEC 394-3-1 (1976) Varnished fabrics for electrical purposes.
Part 3: Specifications for individual materials.
Sheet 1: Oleoresinous varnish-cotton base, OR/C
3. The units and numerical values given in { } in this Standard

are based on traditional unit system and are appended for
informative reference.

2. Definitions  For the purpose of this Standard, the following principal definitions
apply.

(1) varnished cloth Cotton cloth impregnated with insulating varnish and
dried by heating. In general it is rolled in original width. This term is used
for varnished cloth (in the narrow meaning) and also as the generic name of
varnished cloth tape and varnished bias tape.

(2) varnished cloth tape Varnished cloth longitudinally cut into a prescribed
width.

(3) varnished bias tape The tape made in such a manner that hollow woven
cotton cloth of good quality is spirally cut, scoured and finished or cotton
cloth is cut bias and put together, the cloth so prepared is painted with an
insulating varnish, dried and then cut into a prescribed width.
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