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JAPANESE INDUSTRIAL STANDARD JIS

Glass-fabric based varnished fabrics C 2360-1995

1. Scope This Japanese Industrial Standard specifies glass-fabric based
varnished fabrics used for electrical insulation.

Remarks 1. The following standards are cited in this Standard:

JIS C 2120 Testing method of varnished cloths and tapes for
electrical insulation

JIS R 3414 Textile glass fabrics

2. The International Standards corresponding to this Standard
are given below:

IEC 394-1 (1972) Varnished fabrics for electrical purposes

Part 1: Definitions and general require-
ments

IEC 394-3-2 (1988) Varnished fabrics for electrical purposes

Part 3: Specifications for individual mate-
rials

Sheet 2: Glass-fabric based varnished
fabrics with epoxy, polyurethane, silicone,
polyester bituminous or oleoresinous
varnish

3. The units and numerical values given in { } in this Standard
are based on traditional unit system and are given for infor-
mative reference.

2. Definitions

(1)  varnished glass-fabric Textile glass-fabric impregnated with heat resis-
tant insulating varnish and dried by heating. In general, it is rolled in
original width. This term is used for varnished glass-fabric (in the narrow
meaning) and also as the generic name of varnished glass-fabric tape and
varnished glass bias tape.

(2)  varnished glass-fabric tape Varnished glass-fabric longitudinally cut into
a prescribed width.

(3)  varnished glass bias tape The tape made in such a manner that textile
glass fabric is cut bias and put together, the fabric so prepared is painted
with insulating varnish, dried and then cut into a prescribed width.

3. Classification and symbolization = Varnished glass-fabric is classified and
symbolized as given in Table 1.
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