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‘ JAPANESE INDUSTRIAL STANDARD JIs

Non-Oriented Magnetic C 2552-1986
Steel Sheet and Strip

1. Scope

This Japanese Industrial Standard specifies non-oriented magnetic steel
. sheet and strip coated on both sides with insulating film, used for electrical
machinery and equipment, hereinafter referred to as the "steel strip".

ol

2. Classification

2.1 Classification of Steel Strip The classification of steel strip shall be
denoted, as shown in Table 2, by the nominal thickness, symbols, and guar-
anteed iron loss. It shall be expressed as given in the following Fig.

. Fig. Expression of Classification

OoA0DON

A value equal to hundred times nominal
thickness (mm)

Symbol (denoting non-oriented magnetic
steel sheet and strip)

Guaranteed iron loss

A value equal to hundred times
iron loss under frequency 50 Hz
and the maximum magnetic flux
density 1.5 T.

Applicable Standard:

JIS C 2550-Methods of Test for Electrical Steel Sheets
‘ Reference Standard:

JIS C 2553-Grain Oriented Silicon Steel Strip
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2.2 Kind of Insulating Film (*)  The kind of insulating film, shall conform
to Table 1. '

Note (*) The insulating film for steel strip shall not be corroded by
such material as insulating varnish, transformer oil and machine
oil, and be strongly adhered on the steel strip.

Table 1. Kind of Insulating Film

Symbol Kind of film
Cs-1 Inorganic matter
Cs-2 Semi-inorganic matter
3. Characteristics ' ‘

3.1 Iron Loss and Magnetic Flux Density The iron loss and magnetic flux
density of steel strip shall conform to Table 2, when the test is made in accord-
ance with 6.1 and 6.2,
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