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‘ @ JAPANESE INDUSTRIAL STANDARD JIS

Rectangular Copper Wires for Electrical Purposes C 3104-1984

1. Scope

This Japanese Industrial Standard specifies rectangular copper wires for
electrical purposes, hereinafter referred to as the "wires".

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),
{ and are appended for reference.

2. Class and Symbol

The class and symbol of the wire shall be as shown in Table 1.

Table 1
Class Symbol Remarks
No. 1 Rectangular copper wire H Hard wire
No. 2 Rectangular copper wire HA Half hard wire
No. 3 Rectangular copper wire A Annealed wire
No. 4 Rectangular copper wire SA Annealed wire intended for edge-
wise bending

3. Characteristics

The characteristics of the wire shall be as prescribed below, when tested in
accordance with 7.

3.1 Tensile Strength and Elongation = The tensile strength and elongation
of the wire shall comply with Table 2.

Table 2
Tensile strength  kgf/mm? {MPa} Elongation %
Thickness mm No. 1 width No. 3
20 o No. 2 No. 1 No. 2 and
. Under 40 mm and over - No. 4
38.0 min 28.0 min. | 28.0t038.0
0.5 to 2.0 excl. In. . 0.4 min. 1.5 min. 30.0 min.
° exe (372.7) min. | (274.6) min. | (274.6t0372.7) min 5 min 0.0 min
. 34.0 min 28.0 min, | 26.0t034.0
2.0 4.0 excl. in. in. .7 min, 2.0 min. .0 min.
to exe (333.4) min. | (274.6) min. | (255.0v0333,4) | O'' M 0 min 34.0 min
40 10 6.0 excl 31,0 min. 98.0 min. | 25.0t031.0 L5 min 50 mi 5.0 i
e o "| {304.0} min. | {274.6) min. | (245.2¢0304.0} -4 i - min. - min.
_ 28.0 min. 98.0 min. | 25.0t031.0
6,0 to~ 10,0 incl. . 1.2 min. 3.0 min. 36. in.
° (274.6) min. | {274.6} min, | {245.2t0304.0) min 0m

Applicable Standard:

JIS C 3002-Testing Methods of Electrical Copper and Aluminium Wires
Documents

Copyright by the Japanese Industrial Standards
Mon AugliR2oLLiR2e80 R@khils: JIS C 3105 0


http://www.avadocuments.com/doc/jis-c-3105-0
http://www.avadocuments.com/doc/jis-c-3105-0

