CJIS Cx3L10 75 WM 4933608 0029445 4 N UDC_621.315.145:669.71-124.9

e

JAPANESE. INDUSTRIAL STANDARD

Aluminium Conductors
Steel Reinforced

JIS C 31 10-wm

Translated and Published

by

Japanese Standards Association

Printed in Japan ) 68

Documents

C3rvw


http://www.avadocuments.com/doc/jis-c-3151-0
http://www.avadocuments.com/doc/jis-c-3151-0

JIS Cx3310 76 MM 4933608 0029449 &b W

Translation without guarantee
In the event of any doubt arising, the original

standard in Japanese is to be evidence

O A 5 T

Copyright by the Japanese Industrial Standards
Mon AugliR20LLiR3el R@khils: JIS C 31510

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/jis-c-3151-0
http://www.avadocuments.com/doc/jis-c-3151-0

UDC 621.315.145:669.71-124.,3

JIS Cx3110 78 WA 4933608 0029450 2 WM
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Aluminium Conductors Steel Reinforced C 3110-1978

1. Scope

This Japanese Industrial Standard specifies aluminium conductors steel
reinforced, hereinafter referred to as the "conductors'", to be used mainly for
overhead transmission lines, overhead distribution lines and feeder messenger

wires,

Remark: In this standard, the units and numefical values in{ }are in
accordance with the International System of Units (SI) and given

for reference only.

2, Symbol
. The symbol for the conductors shall be ACSR.

Applicable Standards:

JIS C 3002—Testing Methods of Electrical Copper and Aluminium Wires
JIS C 3108-Hard-Drawn Aluminium Wires for Electric Purposes
JIS G 3506-High Carbon Steel Wire Rods

. JIS H 0401-Methods of Test for Zinc Coating (Hot-Dipped) on
Iron or Steel
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