%quS (%3151 76 WM 4933608 0029458 7 A UDC 621.315.5-426.2
y - T 669.369.9-124.3::669.68
o ™

el

JAPANESE INDUSTRIAL STANDARD

Tin Coated Hard-drawn
Copper Wires

JIS C 3I5] v

oWt

3 " Translated and Published
by

Japanese Standards Association

Printed in Japan 48

Documents

C 33t


http://www.avadocuments.com/doc/jis-c-3152-0
http://www.avadocuments.com/doc/jis-c-3152-0

i. JIS (%3151 7bL WM 493308 0029459 9 M

:
Translation without guarantee r.
In the event of any doubt arising, the original
standard in Japanese is to be evidence
-f -
2
’

Documents

Copyright by the Japanese Industrial Standards
Mon AugliR2oLLiR3ed1t R@khils: JIS C 3152 0


http://www.avadocuments.com/doc/jis-c-3152-0
http://www.avadocuments.com/doc/jis-c-3152-0

JIS (%3151 7b WM 4933608 0029460 5 WM

UDC 621.315,.5-426.2

‘ 669.369,9-124.3::669,68
JAPANESE INDUSTRIAL STANDARD JIS
Tin Coated Hard-drawn Copper Wires C 3151-1976
1. Scope
ht This Japanese Industrial Standard specifies tin coated hard-drawn copper

wires of circular section, hereinafier referred to as the ''wires", to be used
mainly for the conductor in the insulated wires and cables.

Remark: In this standard, units and numerical values in{ }are in
accordance with the International System of Units (SI) and are
given for reference.

‘ 2. Symbol
The symbol of the wires is given as TH.

3. Characteristics

The characteristics of the wires shall be as given in Attached Table., As for
the tinning property, the colour of the test solution shall be not darker than
that of the standard solution, when tested in accordance with 7.5.

4, Size

The gizes of the wires shall be expressed as the diameters of the wires,
and shall be as given in Atftached Table.

5. Appearance

‘ The appearance of the wires shall be smooth on the surface, free from
g flaws, rust, cracks and any other defects harmiul to their practical use.

Applicable Standards:

JIS C 3002-Testing Metho«_is of Hlectrical Copper and Aluminium Wires
- _JIS ¢ 3101-Hard-drawn Copper Wires for Electrical Purposes
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