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Tin Coated Annealed Copper Wires C 3152-1984

1. Scope
This Japanese Industrial Standard specifies the tin coated annealed
copper wires, mild and whose sections are circular, for electrical purposes,
hereinafter referred to as the "wires".
2. Symbol
' The symbol of the wires shall be TA.

3. Characteristics

The characteristics of the wires shall comply with Attached Table, when
. tested in accordance with 7.

Also, when the coating is tested in accordance with 7.5, the colour of the
testing solution shall not be darker than that of colorimetric standard
solution specified in 8. (2) of JIS C 3002,
4. Dimension

The dimension of wires shall be expressed by diameter and be as given in
Attached Table. '

5. Appearance

The appearance of the wires shall be such that the surface is smooth
and free from flaws, rusts, cracks and other defects detrimental to service..

6. Materials and Manufacturing Method

The materials and manufacturing method shall be such that tin coating
: ‘ is uniformly applied on the surface of the annealed copper wires for
, electrical purposes specified in JIS C 3102.

7. Test Method

7.1 Appearance The appearance shall be tested in accordance with 3.
of JIS C 3002.

3 7.2 Dimension The dimension shall be tested in accordance with 4. of
JIS C 3002.

7.3 Elongation The elongation shall be tested in accordance with 5. of
JIS C 3002.

Applicable Standards:
. JIS C 3002-Testing Methods of Electrical Copper and Aluminium Wires

JIS C 3102-Annealed Copper Wires for Electrical Purposes
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