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‘ JAPANESE INDUSTRIAL STANDARD JIS
600 V Silicone rubber insulated wires C 3323-1993
1. Scope This Japanese Industrial Standard specifies silicone rubber
insulated wires and silicone rubber insulated glass fiber braided wires
to be used mainly in indoor locations at high temperature for electric
circuit not exceeding 600 V (hereafter referred to as "wires").

Remarks 1. The following standards are cited in this Standard:

JIS C 3005 Test methods for rubber or plastic insulated
wires and cables

JIS C 3102 Annealed copper wires for electrical purposes
JIS C 3152 Tin coated annealed copper wires
. JIS K 6252 Tear testing methods for vulcanized rubber

2. The International standard corresponding to this Standard
is given below:

IEC 245-3 (1980) Rubber insulated cables of rated voltages
up to and including 450/750 V.

Part 3: Heat resistant silicone insu-
lated cables

3. The units and numerical values shown in { } in this
Standard are based on the traditional units and are
appended for informative reference.

2., Classification and symbols The classification and symbols of the
wires shall be as given in Table 1.

Table 1. Classification and symbols
’ Classification Symbol(l)
600 V silicone rubber insulated wire IK

600 V silicone rubber insulated glass fiber

braided wire KGB

> Note (') The following symbols denote:
K: silicone rubber
G: glass fiber
B: Dbraided

3. Characteristics The characteristics of the wires shall be as given in
Table 2 when the tests are made in accordance with 5.
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