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‘ JAPANESE INDUSTRIAL STANDARD JIS
Welding cables C 3404-1993
1. Scope This Japanese Industrial Standard specifies the welding cables

(hereafter referred to as "cables") mainly to be used on the secondary side of arc
. welders.

Remarks 1. The following standards are cited in this Standard:

JIS C 3005 Test methods for rubber or plastic insulated wires
and cables

JIS C 3102 Annealed copper wires for electrical purposes
JIS C 3152 Tin coated annealed copper wires

2. The International Standard corresponding to this Standard is
given below.

. IEC 245-6 (1980) Rubber insulated cables of rated voltages
up to and including 450/750 V.
Part 6 : Arc welding electrode cables

3. The units and numerical values given in { } in this Standard
are based on the traditional unit system and are appended for
informative reference.

2. Classification and symbols The classification and symbols of cables shall
be as given in Table 1, and examples of structure and sectional views are shown

in Fig. 1.
Table 1. Classification and symbols
Classification Symbol (%)

Natural rubber sheathed cable for conductor WCT
‘ Chloroprene rubber sheathed cable for conductor WNCT

Polyethylene chlorosulfonide rubber sheathed cable for conductor WHCT

Natural rubber insulated natural rubber sheathed cable for holder WRCT

Natural rubber insulated chloroprene rubber sheathed cable for holder WRNCT

Natural rubber insulated polyethylene chlorosulfonide rubber sheathed cable WRHCT

for holder

Note (!) The meanings of symbols are as follows:

W : for welding CT : cabtyre

N : chloroprene rubber H : polyethylene chlorosulfonide
rubber

R : natural rubber
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