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JAPANESE INDUSTRIAL STANDARD JIS

' High Tension Cables for X-ray Apparatus C 3407-1987

1, Scope

This Japanese Industrial Standard specifies the high tension cables for
X-ray apparatus mainly used in the high tension circuits of X-ray apparatus,
hereinafter referred to as the "cables".

2. Classification and Symbol

The classification and symbols shall be as given in Table 1, the struc-
tural sectional drawing is exampled below.

Table 1
Classification ' Symbols(!)
. DC 50 kV chloroprene sheathed cable for X-ray apparatus XN-50
DC 50 KVPVC sheathed cable for X-ray apparatus XV-50
DC 75 kV chloroprene sheathed cable for X-ray apparatus XN-75
DC 75 kV PVC sheathed cable for X-ray apparatus XV-75
DC 100 kV chloroprene sheathed cable for X-ray apparatus XN-100
DC 100 kV PVC sheathed cable for X-ray apparatus XV-100
DC 125 kV chloroprene sheathed cable for X-ray apparatus XN-125
DC 125 kV PVC sheathed cable for X-ray apparatus XV-125
DC 150 kV chloroprene sheathed cable for X-ray apparatus XN-150
‘ DC 150 kV PVC sheathed cable for X-ray apparatus XV-150

Note(!) The meaning of symbols is as follows:

X: For X-ray apparatus
N: Chloroprene ‘
V: PVC
- Numeral: Maximum operating voltage

Applicable Standards:

JIS C 3005-Testing Methods for Rubber or Plastic Insulated Wires and
Cables

JIS C 3102-Annealed Copper Wires for Electrical Purposes
JIS C 3152-Tin Coated Annealed Copper Wires
JIS G 3505-Low Carbon Steel Wire Rods

‘ JIS G 3506-High Carbon Steel Wire Rods
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