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. JAPANESE INDUSTRIAL STANDARD JI1Ss
CATV Aluminium Pipe Coaxial Cables C 3503-1990
1, Scope
This Japanese Industrial Standard specifies coaxial cables for use in
. CATV systems which are capable of being used at an a.c. voltage up to

65 V and a current up to 15 A to feed the superposed power to amplifier
or the like.

Remark: The units and numerical values given in { } in this Standard
are based on the traditional units and are currently the
criteria in force.

2.  Classification and Symbolization

‘ The classification and symbolization of cables shall be as given in Table 1.
Table 1. Classification and Symbolization
Classification ' Symbolization (1)

8 C-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—8C

12 C=-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—12C

17 C~CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—17C

8 C~-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—8 C—SSF

(lashing self-suspension type)

12 C-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—12 C—SSF
. (lashing self-suspension type)

17 C-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—17 C—SSF

(lashing self-suspension type)

8 C-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—8 C—SSD
(8-shaped self-suspension type) )
12 C~-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—12 C—S5D
. ‘ (8-shaped self-suspension type)
17 C-CATV aluminium pipe coaxial cable (also used for feeding) PSACOX—17 C—SSD

(8-shaped self-suspension type)

Note (1) The meaning of gymbols is as follows:
PS: also used for power feeding
A: aluminium pipe (external conductor)
" ’ COX: coaxial cable

8 C: cable with insulation outside diameter of about 8 mm and characteristic
impedance of 75 .

J 12 C: cable with insulation outside diameter of about 12 mm and characteristic
' impedance of 75 .

17C: cable with insulation outside diameter of about 17 mm and characteristic
impedance of 75 Q.

S8F: 1lashing self-suspension type
S8D: B8-shaped self-suspension type

’ Applicable Standards: See page 6.

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/jis-c-3503-1990
http://www.avadocuments.com/doc/jis-c-3503-1990

