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C 3662-1 : 2009 

Foreword 

This translation has been made based on the original Japanese Industrial Standard 
revised by the Minister of Economy, Trade and Industry through deliberations at 
the Japanese Industrial Standards Committee as the result of proposal for revision 
of Japanese Industrial Standard submitted by The Japanese Electric Wire & Cable 
Makers' Association (JCMA) with the draft being attached, based on the provision 
of Article 12 Clause 1 of the Industrial Standardization Law applicable to the case 
of revision by the provision of Article 14. 

Consequently, JIS C 3662-1: 2003 is replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public, utility model 
right or application for registration of utility model after opening to the public which 
have technical properties. The relevant Minister and the Japanese Industrial Standards 
Committee are not responsible for identifying the patent right, application for a patent 
after opening to the public, utility model right or application for registration of utility 
model after opening to the public which have the said technical properties. 

JIS C 3662 series consists of the following 7 parts under the general title "Polyvinyl 
chloride insulated cables of rated voltages up to and including 450/750 V": 

Part 1: General requirements 

Part 2: Test methods 

Part 3: Non-sheathed cables for fixed wiring 

Part 4: Sheathed cables for fixed wiring 

Part 5: Flexible cables (cords) 

Part 6: Lift cables and cables for flexible connections 

Part 7: Flexible cables screened and unscreened with two or more conductors 

(ii) 
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JAPANESE INDUSTRIAL STANDARD JIS e 3662-1 :2009 

Polyvinyl chloride insulated cables of 
rated voltages up to and including 

450/750 V-Part 1: General requirements 

In troduction 

This Japanese Industrial Standard has been prepared based on the third edition 
of lEe 60227-1 published in 2007 with some modifications of the technical contents 
to conform to the actual situation in Japan for the voltage withstand test conditions. 

The portions given dotted underlines are the matters in which the contents of the 
original International Standard have been modified. A list of modifications with the 
explanations is given in Annex JA. 

1 General 

1.1 Scope 

This Standard specifies the rigid and flexible cables with insulation and sheath if 
any, based on polyvinyl chloride mainly of rated voltages Uo/U up to and including 450/ 
750 V used in power installations of nominal voltage not exceeding 450/750 V a.c. 

NOTE 1 For some types of flexible cables, the term "cord" is used. 

The particular types of cables are specified in JIS e 3662-3, JIS e 3662-4, JIS e 
3662-5, etc. The code designations of these types of cables are given in Annex A. 

The test methods specified in JIS e 3662-1, JIS e 3662-3, JIS e 3662-4, JIS e 
3662-5, etc. are given in JIS e 3662-2, JIS e 3665-1-2 and in the relevant parts of 
JIS e 3660 series. 

NOTE 2 The International Standard corresponding to this Standard is as follows. 

IEC 60227-1: 2007 Polyvinyl chloride insulated cables of rated voltages 
up to and including 450/750 V-Part 1: General requirements (MOD) 

In addition, symbols which denote the degree of correspondence in 
the contents between the relevant International Standard and JIS are 
IDT (identical), MOD (modified), and NEQ (not equivalent) according 
to ISO/lEe Guide 21-1. 

1.2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. For standards with the year indication, only 
the editions of the indicated year shall be applied and any revisions (including amend­
ments) made thereafter shall not be applied. For those without the indication of the 
year, the most recent edition (including amendments) shall be applied. 

JIS C 3660-1-1: 2003 Common test methods for insulating and sheathing materials 
of electric and optical cables-Part 1-1: Methods for general 
application-Measurement of thickness and overall dimen­
sions-Tests for determining the mechanical properties 
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NOTE: Corresponding International Standard: IEC 60811-1-1: 1993 Common 
test methods for insulating and sheathing materials of electric cables­
Part 1: Methods for general application-Section 1: Measurement of 
thickness and overall dimensions-Tests for determining the mechani­
cal properties and Amendment 1 (2001) (lDT) 

JIS C 3660-1-2: 2003 Common test methods for insulating and sheathing materi­
als of electric and optical cables-Part 1-2: Methods for gen­
eral application-Thermal ageing methods 

NOTE: Corresponding International Standard: IEC 60811-1-2: 1985 Common 
test methods for insulating and sheathing materials of electric cables­
Part 1: Methods for general application-Section Two: Thermal ageing 
methods, and Amendment 1 (1989) and Amendment 2 (2000) (lDT) 

JIS C 3660-1-4: 2003 Common test methods for insulating and sheathing materi­
als of electric and optical cables-Part 1-4: Methods for gen­
eral application-Test at low temperature 

NOTE: Corresponding International Standard: IEC 60811-1-4: 1985 Common 
test methods for insulating and sheathing materials of electric cables­
Part 1: Methods for general application-Section Four: Tests at low tem­
perature, and Amendment 1 (1993) and Amendment 2 (2001) (lDT) 

JIS C 3660-2-1: 2003 Common test methods for insulating and sheathing materi­
als of electric and optical cables-Part 2-1: Methods specific 
to elastomeric compounds-Ozone resistance, hot set and 
mineral oil immersion tests 

NOTE: Corresponding International Standard: IEC 60811-2-1: 1998 Common 
test methods for insulating and sheathing materials of electric and op­
tical cables-Part 2-1: Methods specific to elastomeric compounds-Ozone 
resistance, hot set and mineral oil immersion tests and Amendment 1 
(2001) (lDT) 

JIS C 3660-3-1: 2003 Common test methods for insulating and sheathing materi­
als of electric and optical cables-Part 3-1: Methods specific 
to PVC compounds-Pressure test at high temperature-Test 
for resistance to cracking 

NOTE: Corresponding International Standard: IEC 60811-3-1: 1985 Common 
test methods for insulating and sheathing materials of electric cables­
Part 3: Methods specific to PVC compounds-Section One: Pressure test 
at high temperature-Tests for resistance to cracking, and Amendment 1 
(1994) and Amendment 2 (2001) (lDT) 

JIS C 3660-3-2: 1998 Common test methods for insulating and sheathing materi­
als of electric cables-Part 3: Methods specific to PVC com­
pounds-Section 2: Loss of mass test-Thermal stability test 

NOTE: Corresponding International Standard: IEC 60811-3-2: 1985 Common 
test methods for insulating and sheathing materials of electric cables­
Part 3: Methods specific to PVC compounds-Section Two: Loss of mass 
test-Thermal stability test (lDT) 
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JIS C 3662-2: 2009 Polyvinyl chloride insulated cables of rated voltages up to and 
including 450/750 V-Part 2: Test methods 

NOTE: Corresponding International Standard: IEC 60227-2: 1997 Polyvinyl 
chloride insulated cables of rated voltages up to and including 450/ 
750 V-Part 2: Test methods and Amendment 1 (2003) (IDT) 

JIS C 3662-3: 2003 Polyvinyl chloride insulated cables of rated voltages up to and 
including 450/750 V-Part 3: Non-sheathed cables for fixed wir­
ing 

NOTE: Corresponding International Standard: IEC 60227-3: 1993 Polyvinyl 
chloride insulated cables of rated voltages up to and including 450/ 
750 V-Part 3: Non-sheathed cables for fixed wiring and Amendment 1 
(1997) (IDT) 

JIS C 3662-4: 2003 Polyvinyl chloride insulated cables of rated voltages up to and 
including 450/750 V-Part 4: Sheathed cables for fixed wiring 

NOTE: Corresponding International Standard: IEC 60227-4: 1992 Polyvinyl 
chloride insulated cables of rated voltages up to and including 450/ 
750 V-Part 4: Sheathed cables for fixed wiring and Amendment 1 (1997) 
(IDT) 

JIS C 3662-5: 2009 Polyvinyl chloride insulated cables of rated voltages up to and 
including 450/750 V-Part 5: Flexible cables (cords) 

NOTE: Corresponding International Standard: IEC 60227-5: 1997 Polyvinyl 
chloride insulated cables of rated voltages up to and including 450/ 
750 V-Part 5: Flexible cables (cords), and Amendment 1 (1997) and 
Amendment 2 (2003) (MOD) 

JIS C 3664: 2007 Conductors of insulated cables 

NOTE: Corresponding International Standard: IEC 60228: 2004 Conductors of 
insulated cables (IDT) 

JIS C 3665-1-2: 2007 Tests on electric and optical fibre cables under fire condi­
tions-Part 1-2: Test for vertical flame propagation for a single 
insulated wire or cable-Procedure for 1k W pre-mixed flame 

NOTE: Corresponding International Standard: IEC 60332-1-2: 2004 Tests on 
electric and optical fibre cables under fire conditions-Part 1-2: Test for 
vertical flame propagation for a single insulated wire or cable-Proce­
dure for 1 k W pre-mixed flame (IDT) 

IEC 60173 Colours of the cores of flexible cables and cords 

IEC 62440 Electric cables with a rated voltage not exceeding 450/750 V-Guide to 
use 

2 Terms and definitions 

For the purposes of this Standard, the following terms and definitions shall apply. 

2.1 Definitions relating to insulating and sheathing materials 
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2.1.1 polyvinyl chloride compound (PVC) 

combination of materials suitably selected, proportioned and treated, of which the 
characteristic constituent is the plastomer polyvinyl chloride or one of its copolymers 

The same term also designates compounds containing both polyvinyl chloride and 
certain of its polymers. 

2.1.2 type of compound 

the category in which a compound is placed according to its properties, as determined 
by specific tests 

The type designation is not directly related to the composition of the compound. 

2.2 Definitions relating to the tests 

2.2.1 type tests (symbol T) 

tests required to be made before supplying a type of cable covered by this Standard 
on a general commercial basis in order to demonstrate satisfactory performance char­
acteristics to meet the intended application 

These tests are of such a nature that, after they have been made, they need not be 
repeated unless changes are made in the cable materials or design which might change 
the performance characteristics. 

2.2.2 sample tests (symbol S) 

tests made on samples of completed cable or components taken from a completed cable, 
adequate to verify that the finished product meets the design specifications 

2.3 Definition relating to the rated voltage 

2.3.1 rated voltage 

the rated voltage of a cable is the reference voltage for which the cable is designed and 
which serves to define the electrical tests 

The rated voltage is expressed by the combination of two values Vo/V, expressed 
in volts. 

Vo: the r.m.s. value between any insulated conductor and earth (metal covering 
of the cable or the surrounding medium) 

V: the r.m.s. value between any two-phase conductors of a multicore cable or of 
a system of single-core cables 

In an alternating current system, the rated voltage of a cable shall be at least equal 
to the nominal voltage of the system for which it is intended. 

This condition applies both to the value Vo and to the value V. 

In a direct current system, the nominal voltage of the system shall be not higher 
than 1.5 times the rated voltage of the cable. 

NOTE: The operating voltage of a system may permanently exceed the nomi­
nal voltage of such a system by 10 %. A cable can be used at a 10 % 
higher operating voltage than its rated voltage if the latter is at least 
equal to the nominal voltage of the system. 
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