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' JAPANESE INDUSTRIAL STANDARD JIS

Indoor Post Insulators C 3814-1983

1, Scope

This Japanese Industrial Standard specifies porcelain multi-rib type post
insulators to be used for supporting conductors and for such electrical appara-
tus as disconnecting switches in indoor electric circuits with nominal voltages
of 8.3 kV to 33 kV, hereinafter referred to as the 'insulators'.

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (SI),

and are appended for reference.

. 2. Definitions

For the purpose of this standard the principal definitions shall comply
with JIS C 3803.
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3. Classgification

The classification shall be as given in Table 1.

Table 1
voe Division by bending
Classitication mechanical failing load
C-3, C-6, C-10, C-10N, C-20, C=80, |  g\0 10 fgeon o}

C-3 A, C-6 A, C-10 A, C-10 NA, C-20 A, C-30 A

HC-3, HC~6, HC-10, HC-10 N, HC-20, HC-30 1600 kgf {15680 N} ‘

Remarks 1., The C denotes multi-rib type.
2. The HC denotes multi-rib type of high strength,
3. The numerals denote insulation levels. ;
4, The N denotes insulators with high insulating strength.

5. There are two kinds i.e. insulators with 2 mounting holes on
the bage and with 4 mounting holes, among the insulators with
bending mechanical failing load of 900 kgf {8820 N}.

6. The last letter A denotes insulators with 2 mounting holes, and
the symbols without A denote the ones with 4 mounting holes.

4, Performance

The performances shall be as given in Table 2 when the tests are carried _
out in accordance with 8, .

Documents

Document Sharing Hub

Full document details: JIS C 3814-1983


http://www.avadocuments.com/doc/jis-c-3814-1983
http://www.avadocuments.com/doc/jis-c-3814-1983

