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‘ @ JAPANESE INDUSTRIAL STANDARD JIS

High-Voltage Porcelain Tubes C 3824-1981

1. Scope

This Japanese Industrial Standard specifies high-voltage porcelain tubes,
hereinafter referred to as the ''porcelain tubes', mainly used for a place where
electric wire passes through architecture.

Remark: In this standard, the units and numerical values given in {
v are in accordance with the International System of Units (SI) and
shown for reference only.

2. Classgification

. Porcelain tubes are classified as follows in accordance with the shape.
325 High-voltage leading-in porcelain tube
425 High-voltage leading-in porcelain tube
525 High-voltage leading-in porcelain tube
340 High-voltage leading-in porcelain tube
440 High-voltage leading-in porcelain tube
540 High-voltage leading-in porcelain tube
225 High-voltage indoor porcelain tube
325 High~voltage indoor porcelain tube
240 High-voltage indoor porcelain tube
340 High-voltage indoor porcelain tube

Remark: Numerical values mean the following:
. The first figure shows the first numerical value of dimension
L, shown in Attached Figs., and the last 2 figures show dimen-
sion D, shown in Attached Figs.

Applicable Standard:
JIS C 3801-Testing Method for Insulators
O Reference Standard: Documents
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