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Foreword

This translation has been made based on the original Japanese Industrial Standard
established by the Minister of Economy, Trade and Industry through deliberations
at the Japanese Industrial Standards Committee according to the proposal establishing
a Japanese Industrial Standard from Japan Electronics and Information Technology
Industries Association (JEITA) with a draft being attached, based on the provision
of Article 12 Clause 1 of the Industrial Standardization Law.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility model
right or application for registration of utility model after opening to the public which
have technical properties. The relevant Minister and the Japanese Industrial Standards
Committee are not responsible for identifying the patent right, application for a patent
after opening to the public, utility model right or application for registration of utility
model after opening to the public which have the said technical properties.

JIS C 5101 consists of the following 43 parts under the general title “Fixed capacitors
for use in electronic equipment”:
JIS C 5101-1 Part 1: Generic specification

JIS C 5101-2 Part 2: Sectional specification: Fixed metallized polyethylene-
terephthalate film dielectric d.c. capacitors

JIS C 5101-2-1 Part 2-1: Blank detail specification: Fixed metallized polyethylene-
terephthalate film dielectric d.c. capacitors—Assessment levels E and EZ

JIS C 5101-3 Part 3: Sectional specification: Fixed tantalum chip capacitors

JIS C 5101-3-1 Part 3: Blank detail specification: Fixed tantalum chip capacitors
Assessment level K

JIS C 5101-4 Part 4: Sectional specification: Aluminium electrolytic capacitors with
solid and non-solid electrolyte

JIS C 5101-4-1 Part 4: Blank detail specification: Aluminium electrolytic capacitors
with non-solid electrolyte Assessment level E

JIS C 5101-4-2 Part 4: Blank detail specification: Aluminium electrolytic capacitors
with solid electrolyte Assessment level E

JIS C 5101-8 Part 8: Sectional specification: Fixed capacitors of ceramic dielectric,
Class 1

JIS C 5101-8-1 Part 8-1: Blank detail specification: Fixed capacitors of ceramic
dielectric, Class 1 Assessment level EZ

JIS C 5101-9 Part 9: Sectional specification: Fixed capacitors of ceramic dielectric,
Class 2

JIS C 5101-9-1 Part 9-1: Blank detail specification: Fixed capacitors of ceramic
dielectric, Class 2 Assessment level EZ

JIS C 5101-11 Part 11: Sectional specification: Fixed polyethylene-terephthalate
film dielectric metal foil d.c. capacitors
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JIS C 5101-11-1 Part 11: Blank detail specification: Fixed polyethylene-terephthalate
film dielectric metal foil d.c. capacitors Assessment level E

JIS C 5101-13 Part 13: Sectional specification: Fixed polypropylene film dielectric
metal foil d.c. capacitors

JIS C 5101-13-1 Part 13-1: Blank detail specification—Fixed polypropylene film
dielectric metal foil d.c. capacitors—Assessment levels E and EZ

JIS C 5101-14 Part 14: Sectional specification: Fixed capacitors for electromagnetic
interference suppression and connection to the supply mains

JIS C 5101-14-1 Part 14-1: Blank detail specification: Fixed capacitors for electro-
magnetic interference suppression and connection to the supply mains—~Assessment

level D

JIS C 5101-14-2 Part 14-2: Blank detail specification: Fixed capacitors for electro-
magnetic interference suppression and connection to the supply mains—Safety
tests only

JIS C 5101-14-3 Part 14-3: Blank detail specification: Fixed capacitors for electro-
magnetic interference suppression and connection to the supply mains—Assessment
level DZ

JIS C 5101-15 Part 15: Sectional specification: Fixed tantalum capacitors with non-
solid or solid electrolyte

JIS C 5101-15-1 Part 15: Blank detail specification: Fixed tantalum capacitors with
non-solid electrolyte and fotl electrode Assessment level E

JIS C 5101-15-2 Part 15: Blank detail specification: Fixed tantalum capacitors with
non-solid electrolyte and porous anode Assessment level B

JIS C 5101-15-3 Part 15: Blank detail specification: Fixed tantalum capacitors with
solid electrolyte and porous anode Assessment level E

JIS C 5101-16 Part 16: Sectional specification: Fixed metallized polypropylene film
dielectric d.c. capacitors

JIS C 5101-16-1 Part 16-1: Blank detail specification: Fixed metallized polypropylene
film dielectric d.c. capacitors—Assessment levels E and EZ

JIS C 5101-17 Part 17: Sectional specification: Fixed metallized polypropylene film
dielectric a.c. and pulse capacitors

JIS C 5101-17-1 Part 17-1: Blank detail specification: Fixed metallized polypropylene
film dielectric a.c. and pulse capacitors—Assessment levels E and EZ

JIS C 5101-18 Part 18: Sectional specification: Fixed aluminium electrolytic chip
capacitors with solid (MnQOg) and non-solid electrolyte

JIS C 5101-18-1 Part 18: Blank detail specification: Fixed aluminium electrolytic
chip capacitors with solid (MnQg) electrolyte Assessment level E

JIS C 5101-18-2 Part 18: Blank detail specification: Fixed aluminium electrolytic
chip capacitors with non-solid electrolyte Assessment level K

JIS C 5101-20 Part 20: Sectional specification: Fixed metallized polyphenylene sulfide
film dielectric chip d.c. capacitors
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JIS C 5101-20-1 Part 20: Blank detail specification: Fixed metallized polyphenylene
sulfide film dielectric chip d.c. capacitors Assessment level EZ

JIS C 5101-21 Part 21: Sectional specification: Fixed surface mount multilayer
capacitors of ceramic dielectric, Class 1

JIS C 5101-21-1 Part 21-1: Blank detail specification: Fixed surface mount multilayer
capacttors of ceramic dielectric, Class 1—Assessment level EZ

JIS C 5101-22 Pari 22: Sectional specification: Fixed surface mount multilayer
capacitors of ceramic dielectric, Class 2

JIS C 5101-22-1 Part 22-1: Blank detail specification: Fixed surface mount multilayer
capacitors of ceramic dieleciric, Class 2—Assessment level EZ

JIS C 5101-23 Part 23: Sectional specification—Fixed surface mount metallized
polyethylene naphthalate film dielectric DC capacitors

JIS C 5101-23-1 Part 23-1: Blank detail specification—Fixed surface mount
metallized polyethylene naphthalate film dielectric DC capacitors—Assessment
level EZ

JIS C 5101-24 Part 24: Sectional specification—Surface mount fixed tantalum
electrolytic capacttors with conductive polymer solid electrolyte (to be published)

JIS C 5101-24-1 Part 24-1: Blank detail specification—Surface mount fixed tantalum
electrolytic capacitors with conductive polymer solid electrolyte—Assessment level EZ
(to be published)

JIS C 5101-25 Part 25: Sectional specification—Surface mount fixed aluminium
electrolytic capacitors with conductive polymer solid electrolyte (to be published)

JIS C 5101-25-1 Part 25-1: Blank detail specification—Surface mount fixed

aluminium electrolytic capacitors with conductive polymer solid electrolyte—
Assessment level EZ (to be published)
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