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JAPANESE INDUSTRIAL STANDARD JIS

General Rules of AC Mains Supply C 5150-1980
Capacitors for Electronic Equipment (Reaffirmed: 1985)

1. Scope

This Japanese Industrial Standard spec1f1es performance especially for
safety and other common items of AC mains supply capacitors, hereinafter
referred to as the "capacitors" which are used for the following purposes, mainly
in AC mains supply circuit of electronic equipment.

(1) Between heteropolar live parts

(2) Between live metal part and ground or non-current carrying metal
parts which may be touched by persons

(3) In series with the load

2. Definitions

For this standard, the main definitions given in the definitions of JIS C 5101
and the following shall apply.

(1) vapour deposition electrode capacitors  The capacitor shall employ
plastic, or complex of paper and plastic film as a dielectric and the
electrode should be constructed by metal vapour deposition and be
self-restoring (%).

Note (}) Self-restoring is described as a characteristic that restore
the function of a capacitor instantly when a portion of the
dielectric becomes insulated and destroyed, by eliminating
a very small area of electrode adjacent to the destroyed point.

(2) sealing construction Elements of capacitors shall be fully protected
by packaging such as cases or coating with synthetic resin.

Applicable Standards and Reference Standards: See page 16,
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3. Type Designation

3.1 Construction of Type Designation The type of designation shall be
given according to the following arrangement.

Symbol Symbol Symbol Symbol
Symbol || Symbol (Slzg‘cg‘grllg ﬁg{{’g‘i’;g dencting dgnoting Symbol denoting || denoting .

denoting||denoting| | SERONTE | oo g nominal folerances denoting|| other safety
tpe | |shape | |{OHEGs || Wlfage || copacts || g gapil| clase ) pcsseary || pRCS
3.2.1 3.2.2 3.2.3 3.2 4 3.2.5 3.2.6 3.2.7 328 3.2.9
Example: cQS 92 M 2B 103 M X B A2

3.2 Symbol

3.2.1 Type The type shall be represented by the symbol made up of three ‘
English capitals as given in Table 1.
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3.2.2 Shape The symbol denoting shape shall be made up of two

figures as given in Table 2.

Table 2
Classification Main symbols denoting shape
CPS 02 05 70 171 ,
cHos 01 02 05 WO 71
02 05 06 07 14 61
cQs 62 91 92 98 99
02 05 06 07 14 61
CFS 62 91 92 98 99
CCS 05 18 45 92 .
CKS 05 18 45 92
CMS % 92 98
CES 02 04 33 62

3.2.3 Characteristics The symbol denoting characteristics shall be
made up of one or two English capital letter(s) as given in Table 3.

Table 3
Classification Sg’;l‘; ggit%ixil:éicnsg
CPS A c G K ’
CHS H X E
CcQs M P
CFS N L
CcCs SL YL
CKS D E F
CMS C D E F
CES G
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