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JAPANESE INDUSTRIAL STANDARD JIS
Test methods of optical isolators C 5873-1992

for light beam transmission

1. Scope This Japanese Industrial Standard specifies optical isolators for
light beam transmission mainly used for optical transmission (hereafter referred
to as "optical isolators")

Remarks: The following Standards are cited in this Standard :

JIS C 0010 Basic Environmental Testing Procedures, General and
Guidance

JIS C 0040 Basic Environmental Testing Procedures Part 2: Tests
Test Fe¢ and Guidance: Vibration (Sinusoidal)

JIS C 0041 Basic Environmental Testing Procedures Part 2:
Tests, Test Ea: Shock

JIS C 5860 General Rules of Passive Device for Light Beam
Transmission

JIS C 5872 General Rules of Optical Isolators for Light Beam
Transmission

2.  Definitions For the purpose of this Standard, the definitions given in JIS
C 5860 and JIS C 5872 apply.

3. Testing conditions

3.1 Standard conditions Unless otherwise specified, tests shall be carried out
under the conditions (temperature 15 °C to 35 °C, relative humidity 25 % to 85 %
and air pressure 86 kPa to 106 kPa) specified in 5.3 (Standard atmospheric condi-
tions of testing) of JIS C 0010. If any doubt arises on the decision based on the
measured values under the standard conditions, or if requested especially the test
shall be carried out under the conditions of 3.3.

If it is difficult to carry out a test under the standard conditions, the test
may be carried out under the conditions other than the standard conditions un-
less doubt arises concerning the decision. The reference conditions when the
conversion is specified in the separate specification shall be as specified in 3.2.

The temperature in the test conditions shall be stated in the test report,
because the performances change with the temperature.

3.2 Reference conditions The reference conditions shall be the conditions
(temperature 20 °C and air pressure 101.3 kPa) specified in 5.1 (Standard condi-
tions for reference) of JIS C 0010. However, only the temperature may be em-
ployed as the reference condition, '

3.3 Referee condition The referee conditions shall be the referee condition I,
temperature grade 2 and humidity grade 2 (temperature 20 °C + 2 °C, relative
humidity 60 % to 70 % and air pressure 86 kPa to 106 kPa) specified in 5.2 of JIS
C 0010.

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/jis-c-5873-1992
http://www.avadocuments.com/doc/jis-c-5873-1992

