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JAPANESE INDUSTRIAL STANDARD J 18

General Rules of Passive Devices C 5900-1987
for Fiber Optic Transmission

Scope

This Japanese Industrial Standard specifies the general common items such as

definitions, classification, symbols, rating, expression of characteristics, etc. of
passive devices for fiber optic transmission.

2.

(1)

(2)

(3)

(4)

Definitions

For the purposes of this standard the following definitions apply:

device for fiber optic transmission A device to be used for optic

transmission by using optical fiber, which is capable of being connected with
at least one optical fiber, capable of incidence of light from optical fiber,
of emission of light to optical fiber or of the both.

connection shape A structural shape to connect between devices for fiber
optic transmission, between the optical fiber and the device for fiber optic
transmission and to transmit the light between them. There are plug type,
receptacle type and pigtail type.

plug type connection shape A connection shape by plug. The plug means
that to be attached at the end part of optical fiber in order to connect
between devices for fiber optic transmission, between optical fibers, and
between the optical fiber and the device for fiber optic transmission, having
ferrule to retain and fix the optical fiber.

receptacle type shape A connection shape by receptacle. The receptacle

means the device to be attached to the device for fiber optic transmission,
in order to connect between devices for fiber optic transmission, between
the optical fibers, and between the optical fiber and the device for fiber
optic transmission, having a structure to fit with plug, and having function
for positioning the ferrule by inside sleeve.

Applicable Standards:

JIS C 0010-Basic Environmental Testing Procedures (General and Guidance)

JIS Z 8601-Preferred Numbers
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