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JAPANESE INDUSTRIAL STANDARD  J1s

‘ Test Methods for Optical Switches C 5931-1988

1. Scope

This Japanese Industrial Standard specifies the test methods of optical
switches to be used for optical transmission employing quartz series optical fibers.

'4~ 2. Definitions
- For the purpose of this Standard, the definitions givenr in JIS C 5930 and JIS
: C 5901 apply.
3. Afgmospheric Conditions for Testing
As specified in 3. of JIS C 5901.
| 4, Appearance and Marking Tests
’ As specified in 4. of JIS C 5901,
5, Pérformance Test
5.1 Mounting Method of Movable Parts of Specimen Optical Switch In the
performance test, the optical switch of mechanical type shall, unless the mounting
method is specially indicated, be tested in three mounting states i.e. the motion of
movable part is in two directions upward and downward along the vertical and in
one horizontal direction. However, the test may be conducted only in one specified
direction, if no doubt occurs on the decision.
5.2  Insertion Loss and Isolation  As specified in 5.1 of JIS C 5901.
5.3 Reflective Attenuation As specified in 5.3 of JIS C 5901.
5.4  Extinction Ratio
‘ Q 5.4.1 Devices As specified in 5.1.1 of JIS C 5901.
- 5.4.2 Preparation As specified in 5.1.2 of JIS C 5901.
5.4.3 Tests The tests shall be carried out as follows:
Applicable Standards:
JIS C 5901-Test Methods of Passive Devices for Fiber Optic Transmission
JIS C 5930-General Rules of Optical Switches
Corresponding International Sta!ndard:
C _ IEC 876-1 Fibre optic switches. Part 1: Generic specification (
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