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Dimensions of Racks and Unit Chassis C 6010-1969
of Electronic Equipment for General Use (Reaffirmed: 1988)

1. General Rules

1.1 Scope This Japanese Industrial Standard specifies principal dimensions of
racks and unit chassis of electronic equipment for general use.

1.2  Definitions For the purpose of this Standard the following principal
definitions apply:

(1) rack The rack means generic name of the frame work which
accommodates units of electronic equipment in several steps, the enclosure
which accommodates electronic equipment of single type structure, etc.

(2) general purpose rack The general purpose rack means the rack which
' accommodates unit chassis of 480 mm in width in several stairs, in the
— racks of electronic equipment for general use.

(3) individual enclosure The individual enclosure means an enclosure for
electronic equipment of single type structure which is so designed that
it can be mounted to the general rack if necessary.

(4) general purpose unit chassis The general purpose unit chassis means the
plate or the frame consisting of combination of plates for mounting
components in an equipment unit used for the general purpose rack.

2, Dimensions

2.1 External Dimensions of Racks The external view of racks (excluding
individual enclosures of 2.2) shall be as shown in Fig. 1, and the external
dimensions on depth (D), width (W) and hight (#) of a rack shall be as given in
Table 1, regardless of such functions as floor mount type, desk type and movable
type and of such styles as cabinet, cabinet rack and bare rack.

The principal diménsions of general purpose racks shall be as given in Fig. 2.
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