JIS

JAPANESE
INDUSTRIAL
STANDARD

Translated and Published by
Japanese Standards Association

JIS C 64931

Base materials for printed circuits—
Thin polyimide woven glass fabric
copper-clad laminated sheet

of defined flammability for use

in the fabrication of multilayer
printed board

ICS 31.180

Descriptors : printed-circuit boards, printed wiring, laminates, glass fibres, plastics,
copper, textile glass, thermoplastic polymers

Reference number : JIS C 6493 : 1999 (E) Documents

PROTECTED BY COPYRIGHT 88
Full document details: JIS C 6493-1999


http://www.avadocuments.com/doc/jis-c-6493-1999
http://www.avadocuments.com/doc/jis-c-6493-1999

C 6493 : 1999

Foreword

This translation has been made based on the original Japanese Industrial
Standard revised by the Minister of International Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
in accordance with the Industrial Standardization Law. Consequently
JIS C 6493 : 1994 is replaced with JIS C 6498 : 1999.
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Date of Public Notice in Official Gazette: 1999-11-22
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Electronics

JIS C 6493:1999, First English edition published in 2002-12

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2002

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.

Printed in Japan

Documents

Document Sharing Hub
PROTECTED EY COPYRIGHT

Full document details: JIS C 6493-1999


http://www.avadocuments.com/doc/jis-c-6493-1999
http://www.avadocuments.com/doc/jis-c-6493-1999

C 6493 : 1999

Contents
Page

INETOAUCEION o oeeiiieieeeeeeeviee e e eer e e e reere e e s s e e seesae et e s sessbbe s st ba b asaaeasesrasanenessseeresrsnenseres 1
1 SCOPE cevverereeeaenrerseeceineeeseresssessaesauesrr et s beess e e s s s ea e e as s R e e s e s e ba s et b esanesnsasse s e e beanre s 1
2 NOTmMAative TefETEICES ..uvviiiieicrieeeereereeeaee st eere s streeee s ar e s e bs s s s e s e s aaess 2
3 Materials and CONSEIUCEION ........ccvirirciirrerersereree st as e sae e sasan e 2
4 Internal MAarKINg ....cocccviiieriiretiirreneceiees et e e b s e e s s e s aaaes 2
5 Electrical Properties ... iiiiniirerininitereesnneeerie et 2
6 Non-electrical properties of the copper-clad sheet ..o, 3
7 Non-electrical properties of the base material after complete removal

of the COPPEr TO1] .ccniiiiiieeiiriecitcccrrre e 8
8 Packaging and marking ... 10
9 Acceptance teSTINE ..coooiieeiiiiiiiitiiiiii it 10

(1)
Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT

Full document details: JIS C 6493-1999


http://www.avadocuments.com/doc/jis-c-6493-1999
http://www.avadocuments.com/doc/jis-c-6493-1999

JAPANESE INDUSTRIAL STANDARD JIS C 6493 : 1999

Base materials for printed circuits—
Thin polyimide woven glass fabric
copper-clad laminated sheet of defined
flammability for use in the fabrication
of multilayer printed board

Introduction This Japanese Industrial Standard has been prepared based on the
first edition of IEC 60249-2-17 Base materials for printed circuits—Part 2 : Specifi-
cations—Specification No. 17 : Thin polyimide woven glass fabric copper-clad lami-
nated sheet of defined flammability for use in the fabrication of multilayer printed
boards published in 1992 without modifying the technical contents. A partial modi-
fication has been given, however, in the light of the actual state in Japan and the
amendment to the said International Standard has been integrated into the text.

Portions underlined with dots are the matters not stated in the original Interna-
tional Standard.

The IEC Standard number is based on the new numbering system of IEC Stan-
dards put in force on January 1st, 1997, and the Standard published before the said
date is numbered by adding 60000 to the former number. This is only the change in
the numbering system and the contents remain unchanged.

1 Scope The specification gives requirements for properties of thin polyimide woven
glass fabric copper-clad laminated sheet of defined flammability (vertical fire resis-
tance) for use in the fabrication of multilayer printed boards (hereafter referred to
as “copper-clad laminated sheet”).

Laminated sheets covered by this specification have thicknesses (of the base lami-
nate, excluding the copper foil) not greater than 0.8 mm. Although primarily in-
tended for multilayer boards, the materials may be used for single-sided or double-sided
printed boards.

Polyimide woven glass fabric laminates are available in two types:
— type 1: modified polyimide resin;
— type 2: unmodified polyimide resin.

The two types have equal properties except for the glass transition temperature,
and therefore this specification differentiates them only in respect of the glass tran-
sition temperature.

Remarks 1 To designate this material, the reference: 60249-2-17-FV1-IEC-PI-
GC-Cu may be used; if there is no risk of confusion, the type desig-
nation may be abbreviated to read IEC-60249-2-17-FV1.

2 The International Standard corresponding to this Standard is given
below.

IEC 60249-2-17 : 1992 Base materials for printed circuits—Part 2 :
Specifications—Specification No.17 : Thin polyimide woven glass
fabric copper-clad laminated sheet of defined flammability for use
in the fabrication of multilayer printed boards
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2 Normative references The following standards contain provisions which, through
reference in this Standard, constitute provisions of this Standard. The most recent
editions of the standards indicated below shall be applied.

IEC 60249-1: 1982 Base materials for printed circuits—Part 1 : Test methods.
Amendment No. 3 (1991)

IEC 61189-2 : 1997 Test methods for electrical materials, interconnection struc-
tures and assemblies—Part 2 : Test methods for materials for
interconnection structures

3 Materials and construction The sheet consists of an insulating base with metal
foil bonded to one or both sides.

3.1 Imnsulating base Polyimide resin bonded woven glass fabric laminate. Its flame
resistance is defined in terms of the flammability requirements of 7.3.

3.2 Metal foil Copper as specified in JIS C 6515.
The preferred foils are type E (electro-deposited copper) of standard or high duc-
tility.

4 Internal marking Not specified.

5 Electrical properties
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