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Optical fiber ribbon cords C 6839-1993

1. Scope This Japanese Industrial Standard specifies optical fiber cords
which are used for connection, internal wiring, etc. of fiber optic transmission
equipment and are so structured that the tensile strength member is applied on
the optical fiber ribbon and a compound mainly composed of PVC resin (hereafter
referred to as "vinyl") is applied thereon as the sheath (hereafter referred to as
"optical fiber cord").

Remarks: The following standards are cited in this Standard:

JIS C 0010 Environmental testing. Part 1: General and
guidance

_ JIS C 3005 Test methods for rubber or plastic insulated wires
and cables

JIS C 6820 General rules of optical fibers

JIS C 6821 Test methods for mechanical characteristics of
optical fibers

JIS C 6832 Silica glass multimode optical fibers
JIS C 6835 Silica glass single-mode optical fibers
JIS C 6838 Fiber ribbons

2. Definitions For the purpose of this Standard, the principal definitions
specified in JIS C 6820 apply.

8. Type designation and classification

3.1  Structure of type designation The type designation shall be structured
by arranging the symbols as given below, based on the provision of 4. in JIS

C 6820.
Symbol Symbol Symbol Symbol Symbol Symbol
denoting denoting denoting denoting denoting denoting
optical fiber | - | material of number of ~ | material of construction | - |[dimensions of
cord secondary component optical fiber of optical optical fiber
coating optical fibers fiber
Example: OFC3.5 - U 4 - S SMA - 9.5/125

Remarks 1. The C1.[J in OFCLCLO is the dimension (mm) of the outside
diameter (major axis) and expressed by two numerals to one
; place of decimal.

2. The symbol denoting material of secondary coating shall be U,
and it expresses ultraviolet ray curing resin.

3. The number of component optical fibers shall be expressed by
the number of component optical fibers composing the optical
fiber ribbons,
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