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Indicator lamps C 7516-1992

1. Scope

This Japanese Industrial Standard specifies tungsten lamps to be used
for indication in switchboards and electronic equipment (hereafter referred
to as the "lamps").

Remarks: The following Standards are cited in this Standard:

JIS B 7507-Vernier Callipers

JIS C 1102-Electrical Indicating Instruments
JIS C 7709-Lamp Caps and Holders

‘ JIS C 7710-Designation Method for Glass Bulbs of Lamps
JIS C 7801-General Rules of Testing Method for Lamps
JIS H 3100-Copper and Copper Alloy-Sheets, Plates and

Strips

JIS H 4461-Tungsten Wires for Lighting and Electronic
Equipments

JIS H 4541-Dumet Wires
JIS 7 8113-Glossary of Lighting Terms
2. Definitions

For the purpose of this Standard, in addition to the definitions
specified in JIS Z 8113, the following principal definitions shall apply:

‘ (1) rated voltage The voltage marked on a lamp.

(2) life The burning time until the filament breaks.
(3) rated life The life of a specified value based on the mean value on
the lives of the same type lamps which have been manufactured over
, a long period.

3. Classification

The lamps are classified according to the types as given in Attached
Table 1.

4. Performances

The performances shall be as stated below when five specimens are
sampled from the same production unit and then tested.
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