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JAPANESE INDUSTRIAL STANDARD JIS

Aircraft Lamps C 7522-1962
(Reaffirmed 1968)

1. _Scope

This standard covers the tungsten filament lamps to be used for various types
of lighting and markers on aircrafts (hereinafter referred to as the '"lamps'").

2. . Types, Kinds, Dimensions and Bases

The types, kinds, dimensions and bases of the lamps shall be as given in
Attached Table and Figs.

3, Material and Construction

The material and construction of the lamps shall comply with the following
requirements:

{1) The coiled filament shall be of tungsten wire as specified in JIS H 4401-
Tungsten Wire for Lamp Filament, uniform in quality and free from
flaws or other defects.

(2) The lead-in wire shall be of material of good quality with high electrical
conductivity, and the glass-sealed part thereof shall be of wire as
specified in JIS H 4541-Composite Sealing Wire. The lead-in wire shall
be firmly connected with the base, and any corrosive medium shall not be
used for connection of lead-in wire with base.

(3) Unless otherwise specified, the filament shall be installed on the reason-
ably central position in the glass bulb.

(4) The glass bulb shall be uncoloured and free from flaws or other defects
detrimental to service. If specified by the purchaser, the glass bulb
may be red in colour, but in this case, the requirements shall be as
specified by agreement between the parties involved.

(5) Conducting part of the glass shall be of brass, as specified in JIS H 3321~
Brass Strip and Tape, or its equivalent, while insulating part thereof
shall be of glass or other suitable material. The base shall be firmly
attached to the glass bulb by adequate means of adhesives so as not to
loose while the lamp is in service.

(6) The dimensions of the base shall be as specified in JIS C 7709-Kinds and
' Dimensions of Bases and Sockets for Electric Lamps and in Attached

Figs.

4, Initial Characteristics and Life

The initial characteristics and life of the lamps shall be as given in Attached
Table, in which the values of luminous flux and efficiency are only specified for
the lamps having the uncoloured glass bulbs,
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