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1. Scope

This Japanese Industrlal Standard specifies small incandescent 1amps
hereinafter referred to as the "lamps", mainly to be used for general household.

t 2. Def 1n1tlons

Besides in accordance W1th JIS Z 8113, for the purpose of this standard
the following deflnltlons apply:

o) rated voltage The voltage marked on a lamp.. 7

‘ (2) rated power consumption " The bower consumption marked on a lamp.
- .

(3) 1life  The operating hours of a 1am§ unt-ilithe filament burn's out.
(4) rated life The life announced officially based upon the mean value
_-of life for lamps of the same type manufactured extendlng over a long

" period of time.

3. Clasgsification

The lamps are classifled as given in Attached Table, according to the -
types.

4. Characteristics

4.1 Base Adhesive Strength  The base adhes1ve strength, when a lamp-is
-tested by the method specified in 9.2.3, shall be such that the 1amp Wlthstands
the appropriate torsional moment of Table 1.

‘ : , Table 1

Base Base adhesive Nm
. ) strength -
 E12/15 0.5
_ E17/20 0.8
- - | E26/25 | 3.0

4.2 1Initial Characteristics - The initial characteristics, when a lamp is
tested in accordance with the method specified in 9.2.4, shall comply with
Attached Table.
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