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Standard Incandescent Lamps of Luminous Intensity C 7526-1990

1. Scope

This Japanese Industrial Standard specifies standard incandescent lamps of
luminous intensity used at a distribution temperature not exceeding 2856 K
(hereafter referred to as the "lamps").

Remark: Applicable Standards are given below.
JIS B 7507-Vernier Callipers
JIS B 7516-Metal Rules
JIS C 1102-Electrical Indicating Instruments

JIS C 7613-Photometric Measurement on Incandescent Lamps
‘ used for Photometric Standards

JIS C 7709-Lamp Caps and Holders
JIS C 7710-Designation Method for Glass Bulbs of Lamps

JIS C 7711-Designation Methods for Fllament of Incandescent
Tungsten Lamps

JIS H 3100-Copper and Copper Alloy-Sheets, Plates and Strips

JIS H 4461-Tungsten Wires for Lightin'g’ and Electronic
Equipments

JIS Z 8113-Glossary of Lighting Terms
JIS Z 8120-Glossary of Optical Terms

’ 2. Definitions

For the main terms used in this Standard the definitions in JIS % 8113 and
JIS Z 8120 apply, and the rest of the terms shall be as follows:

(1) optical center The geometrical center of the area composed of
filament spread on a smgle plane, or the middle of the straight line
if the shape of filament is a straight line.

(2) filament plane The plane which includes a filament spread on a single
plane. If the shape of filament is a straight line, the plane which
includes the filament and is vertical to the d1rect10n of measurement
prescribed on the lamp.

(3) horizontal luminous intensity The luminous intensity in the direction
which passes the optical center of the filament and is vertical to the

filament plane when a lamp is operated with its filament plane placed
vertically.
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