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Hand Lanterns for Explosive Atmospheres C 8004-1985

1. Scope

This Japanese Industrial Standard specifies flame proof type hand lanterns,
(cylinder type flash lamp, cap lamp type and lantern type flash light, herein-
after referred to as the "luminaire"), for use in explosive gas atmosplieres

~ (hazardous zone 1 and hazardous zone 2) specified in JIS C 0903. However,
the luminaires for coal mine and marine are excluded.
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Further, the items concerning explosion-protected construction not specified
in this standard, shall comply with JIS C 0903. '

2. Definitions

Besides in accordance with JIS C 0903, for the purposes of this standard the
. following definitions apply:

(1) flash light = Portable luminaire accommodating dry battery or storage
battery as the power source.

(2) cylinder type flash lamp Cylinder type flash light.

(3) cap lamp.type flash light Flash light in which the light source held in
the endosure is separated from battery part and can be attached on cap,
breast pocket or the like, while in use.

(4) lantern type flash light Flash light of relatively high capacity, pro-
vided with handle for the convenience of conveyance in use.

(5) protective lamp cover Light transmitting part covering light source,
at the same time constituting a part of flameproof enclosure.

(6) guard Lattice shaped part to protect the protective lamp cover from
external impact.

. ] 3. Classification

\
\
The luminaires are classified as given in Table 1.
|
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Applicable Standards and Corresponding International Standards: see page 7.
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