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1. Scope

JAPANESE INDUSTRIAL STANDARD

Projectors for Incandescent Lamps
(Flood Light Type)

UDC 628.946.1.041.6

JIS

C 8113-1975

(Reaffirmed: 1983)

This standard specifies projectors for incandescent lamps (flood light
type), hereinafter referred to as "projectors", to be used outdoors and
indoors at the ambient temperature 30°C or under, with PR 100 V 500 W,
1000 W or 1500 W lamp specified in JIS C 7512 as the light source.

2. Definitions

For the purposes of this standard, the following definitions apply. .

(1) Dbeam spread

In luminous intensity distribution of projector,

spread angle of luminous intensity 1/10 of that at the luminous
axis.

(2) efficiency of beam

Ratio of luminous flux included in the beam

spread of a projector to the total luminous flux of the light
source used, expressed in percentage.

3. Type

The types of the projectors shall comply with Table 1.

Table 1
Type Beam spread (deg) Efficiency of beam (%)
Type 1 A 30 min,
Type 1 B | 10 and over to 20 excl. 25 min.
Type 1 C 20 min.
Type 2 A 35 min.
Type 2 B | 20 and over to 30 excl. 30 min,
Type 2 C 25 min.
Type 3 A 40 min.
Type 3 B | 30 and over to 45 excl. 35 min.
Type 3 C 30 min.
Type 4 A | 45 min.
Type 4 B 45 and over 40 min,
Type 4 C 35 min,

Applicable Standards: See page 7.
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