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C 8309 :2019

Foreword

This Japanese Industrial Standard has been revised by the Minister of Economy, Trade
and Industry through deliberations at the Japanese Industrial Standards Committee as
the result of proposal for revision of Japanese Industrial Standard submitted by The
Institute of Electrical Installation Engineers of Japan (IEIEJ)/Japanese Standards
Association (JSA) with the draft being attached, based on the provision of Article 12
Clause 1 of the Industrial Standardization Law applicable to the case of revision by the
provision of Article 14. Consequently JIS C 8309:1999 is replaced with this Standard.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard may conflict with
patent rights, applications for a patent after opening to the public or utility model rights.
The relevant Minister and the Japanese Industrial Standards Committee are not
responsible for identifying any of such patent rights, applications for a patent after
opening to the public or utility model rights.
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JAPANESE INDUSTRIAL STANDARD JIS C 8309 : 2019

Pliable metal conduits

1 Scope

This Japanese Industrial Standard specifies the dimensional and constructional re-
quirements and test methods for pliable metal conduits for the protection of wires and/or
cables used in electrical installations or in communication systems up to 1 000V a.c.
and/or 1500 V d.c. (hereafter also referred to as conduits).

This Standard provides requirements and test methods for Class 2 pliable metal con-
duits.

NOTE Annex A provides as information the dimensional and constructional re-
quirements for Class 1 pliable metal conduits. Class 1 pliable metal con-
duits, though once in demand, are only scarcely distributed today.

2 Normative references

The following standards contain provisions which, through reference in this text, con-
stitute provisions of this Standard. For standards with the year indication, only the
editions of the indicated year shall be applied and the revisions (including amendments)
made thereafter shall not be applied. For those without the indication of the year, the
most recent editions (including amendments) shall be applied.

JIS C 8461-1:2012 Conduit systems—Part 1: General requirements

JIS C 8461-22:2019 Conduit systems for cable management—~Part 22: Particular re-
quirements—Pliable conduit systems

JIS G 3141 Cold-reduced carbon steel sheet and strip
JIS K 6723 Plasticized polyvinyl chloride compounds

3 Terms and definitions

For the purpose of this Standard, the terms and definitions given in Clause 3 of JIS
C 8461-22, and the following apply.

3.1

Class 2 pliable metal conduit

pliable conduit composed principally of metallic materials, whose outer and intermedi-
ate layers are comprised of metal strips, and internal layer, of non-metallic strip, and

which can be bent by hand with reasonable small force but which is not intended to flex
frequently throughout its life (hereafter referred to as pliable conduit)

3.2
vinyl-coated Class 2 pliable metal conduit
Class 2 pliable metal conduit composed principally of metallic materials, whose outer

circumference is coated with plasticized polyvinyl chloride material to prevent ingress
of water (hereafter referred to as vinyl-coated pliable conduit)
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