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JAPANESE INDUSTRIAL STANDARD JI

Particular Requirements for Link-Fuses

1. Scope

This Japanese Industrial Standard specifies link-fuses intended for
protecting electric lines of a. c. 250 V or less at a frequency of 50 or 60 Hz,

hereinafter referred to as the "link-fuses".

2. Definitions

For the purpose of this standard, the principal definitions shall comply

with JIS C 0201.

3. Normal Service Condition

The condition shall be as given in 3. of JIS C 8352.

4. Ratings

4,1 Rated Voltage, Rated Current and Symbol

currents and symbols of link-fuses shall be as given in Table 1.

Table 1°
Unit: A

Rated
voltage

W)

Symbol Rated current

250

A 35 3 5 10 15

B 35 3 5 10 15

A 45 3 5 10 15 20 30

B 45 3 5 10 15

A 55 40 50 60 75 100 150 200 (300)

Remarks 1.

The letters and numerals used for the
symbols express the following meanings:

A: Link-fuses made by connecting claw-
contacts with the fuse-elements

B: Link-fuses made by punching claw-
contact and fuse-element together

Numerals: Distance between both centers
of fuse clamp

The value .in parentheses are only applicable
for spare parts.

C 8313-1983

The rated voltages, rated

Applicable Standards, Corresponding International Standard

and Reference Standards:

See page 5.
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