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Mounting frame for interchangeable wiring C 8375-1992
devices of large square boss type

1. Scope

This Japanese Industrial Standard specifies mounting frames for inter-
changeable wiring devices of large square boss type (hereafter referred to
as the "devices").

Remarks 1. The mounting frame is used in combination with the flush
plates of JIS C 8316 (hereafter referred to as the "plates"),
at the time of mounting the devices of the dimensions
specified in Attached Fig. 10 (2) (for large square bosses)
of JIS C 8303, Attached Fig. 2 (3) [ ganged switch (large
square boss) ] and (4) (shape and dimensions of boss of
switch) of JIS C 8304, to the switch box of JIS C 8336,
the surface switch box of JIS C 8340 and the switch box

. of JIS C 8435 (hereafter referred to as the "boxes").

2. The following standards are cited in this Standard:

JIS C 8303 Plugs and receptacles for domestic and similar
general use

JIS C 8304 Small switches for indoor use

JIS C 8306 Testing methods for wiring devices

JIS C 8316 Flush plates

JIS C 8336 Boxes for rigid metal conduits

JIS C 8340 Surface accessory for rigid metal conduits

JIS C 8435 Unplasticized polyvinyl chloride (UPVC)
. boxes and box covers

JIS G 3141 Cold rolled carbon steel sheets and strip

3. The untis and numerical values given in { } in this
Standard are based on the traditional units and are
appended for informative reference.

2. Definitions
For the purpose of this Standard the following definitions apply:

(1) metal mounting frame A frame made of metal which fixes a device
in such a manner that the fixing pawl of the mounting frame is
inserted into the corresponding fixing slit provided on the metal
which fixes the enclosure of the device (hereafter referred to as the
"metallic fixture") or the like, and then caulked with a driver or
the like.
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