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@ -~ JAPANESE INDUSTRIAL STANDARD JIS

Couplings for Unplasticized Polyvinyl C 8432-1977
“Chloride (UPVC) Conduit '

1. Beope
This Japanese Industrial Standard specifies couplings to be used for connection

of unplasticized polyvinyl chloride (UPVC) conduit tubes specified in JIS C 8430,
Items not specified in this standard shall conform to JIS C 8431.

2. Classes and Syndbols

The classes and symbols of the couplings shall be as follows:

Class B Symbol-
T8 coupIing 4 C
Union coupling -~ - 17 C
E’xbansiorrl,rcoupling 3 C

‘3. . Dimensions

Dimensions of couplings shall conform to Attached Table 1 to Attached
Table 3.

4. Manufacturing Methods

Couplings shall be manufactured by processing the UPVC conduit tubes
specified in JIS C 8430 or by injection moulding.

5. Designation of Products

Designation of products shall be made in accordance with the requirements
. specified in 6. of JIS C 8431.

Example: TS coupling 14 or 4C 14
6. Marking

Marking shall be made in accordance with the requirements specifierd in 7.
of JIS C 8431.

Applicable Standards:

JIS C 8430-Unplasticized Polyvinyl Chloride (UPVC) Conduits

JIS C 8431-General Rules for Fittings of Unplasticized Polyvinyl Chloride
T (UPVC) Conduit
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