JAPANESE INDUSTRIAL STANDARD
JIS C 8461-1: 2005
Conduit systems---Part 1: General requirements
November, 2005

ERRATA

Page 12
10.3.2
Insert the following sentences after the second paragraph, before table 5:

The test shall be made on the weakest part of the conduit fitting, except that it shall not
be applied to within 5mm of any conduit entry. Samples of conduit are tested at the centre
of their length.

Page 16
12.2, third paragraph

Error: table 9
Correct: table 8

Page 17
The table of “Load for heating test” has been erroneously numbered and shall be changed
as follows:

Error: Table 9 Load for heating test
Correct: Table 8 Load for heating test

Page 17to 18
13.1.3.2.1

Error: 12mm t6 32mm
Correct: 12mm to 32mm

( continued to the next page )
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JAPANESE INDUSTRIAL STANDARD
JIS C 8461-1: 2005
Conduit systems---Part 1: General requirements
November, 2005

ERRATA

Page 18
13.1.3.2.1
Insert the following at the end of this subclause:

It is rigidly and independently mounted and clamped at the upper end to maintain the
sample in a straight and vertical position. The means of mounting is such as not to obstruct
drops from falling onto the tissue paper.

A suitable piece of white pinewood board, approximately 10mm thick, covered with a
single layer of white tissue paper, is positioned on the lower surface of the enclosure.

The assembly of the sample, rod and clamping apparatus is mounted vertically in the
centre of the enclosure, the upper extremity of the lower clamp being (500+10) mm above
the internal lower surface of enclosure.

Page 18
13.1.83.2.3
“Table 11” within this subclause(3 places) is changed to “table 9”.

In table 11(corrected by this errata to table 9), the value of mean material thickness in “Up

h__

to” column, 6.5 (in the lowest box),is replaced by

Remarks: This erratum is for correcting the first edition of this Standard.
Japanese Standards Association
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