JAPANESE INDUSTRIAL STANDARD
JIS C 8461-1:2005

Conduit systems—Part 1! General requirements
(continued)
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October, 2007

ERRATA

Page 12

10.3.2

Error: When the samples have attained the temperature specified, or after 2h,

whichever is the longer period, each sample shall be placed in position on the
steel base as shown in figure 2.

Correct: When the samples have attained the temperature specified, or after 2h,

shown in figure 2.
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Annex 1

Correct the comparison table as shown in the next page of this Errata.

Remarks: This erratum is for correcting the second edition of this Standard.

Japanese Standards Association

Documents

Document Sharing Hub
Copyright Japanese Standards Association
Provided by IHS under license with JSA
No reproduction or networking permitted without license from IHS

Full document details: JIS C 8461-1 ERTA 2007

Not for Resale


http://www.avadocuments.com/doc/jis-c-8461-1-erta-2007
http://www.avadocuments.com/doc/jis-c-8461-1-erta-2007

1d1i Lot Lol
103e1a5 101 o) £€01 0} €'¢01
"UOBIPUOD 1S9} AU} AJUIB[D | SY} SPISUI  PIJONPUOD
0} st uonduasap pappe dows ‘ainpadoxd | oq 03 J0U sI 3593 Ay} Jey) uo

1S9) Ul UONEIASD OU $asneo uonippe Ayl | poyoads Apesd st 3 | BIPPR/AON ¢l €01
1'¢ol ['€01
Lar 9 TTol 0 TToI1

(190110D)
Lol Lol
- 1dl S xAA 0 TTOot

(souq)

e

(Papnjou0d) ¢00Z:1-19%8 O SIf

Documents

Document Sharing Hub

Copyright Japanese Standards Association
Provided by IHS under license with JSA

Not for Resale

No reproduction or networking permitted without license from IHS

Full document details: JIS C 8461-1 ERTA 2007


http://www.avadocuments.com/doc/jis-c-8461-1-erta-2007
http://www.avadocuments.com/doc/jis-c-8461-1-erta-2007

