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Foreword

This translation has been made based on the original Japanese Industrial
Standard established by the Minister of Economy, Trade and Industry through
deliberations at the Japanese Industrial Standards Committee according to the
proposal of establishing a Japanese Industrial Standard submitted by The
Institute of Electrical Installation Engineers of Japan (IETEJ)/Japanese Standards
Association (JSA) with the draft being attached, based on the provision of
Article 12 Clause 1 of the Industrial Standardization Law.

Consequently JIS C 8461-2-1 :1999 is withdrawn and replaced with thig Standard.

This Standard has been made based on IEC 61386-21 : 2002 Conduit systems for
cable management—Part 21 : Particular requirements—Rigid conduit systems for
the purposes of making it easier to compare this Standard with International
Standard; to prepare Japanese Industrial Standard conforming with International
Standard; and to propose a draft of an International Standard which is based on
Japanese Industrial Standard.

Attention is drawn to the possibility that some parts of this Standard may conflict
with a patent right, application for a patent after opening to the public, utility
model right or application for registration of utility model after opening to the
public which have technical properties. The relevant Minister and the Japanese
Industrial Standards Committee are not responsible for identifying the patent
right, application for a patent after opening to the public, utility model right
or application for registration of utility model after opening to the public which
have the said technical properties.

JIS C 8461 consists of the following 4 parts under the general title “Conduit
systems for cable management”:

Part 1: General requirements

Part 21 : Particular requirements—Rigid conduit systems
Part 22 ; Particular requirements—Pliable conduit systems
Part 23 : Particular requirements—Flexible conduit systems

Date of Establishment: 2005-01-20
Date of Public Notice in Official Gazette: 2005-01-20
Investigated by: Japanese Industrial Standards Committee
Standards Board
Technical Committee on Electricity Technology

JIS C 8461-21:2005, First English edition published in 2005-08

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

In the event of any doubts arising as to the contents,
the original JIS is to be the final authority.

© JSA 2005

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD JIS C 8461-21 : 2005

Conduit systems for cable management—
Part 21 : Particular requirements—
Rigid conduit systems

Introduction This Japanese Industrial Standard has been prepared based on IEC
61386-21 Conduit systems for cable management—Part 21 : Particular requirements—
Rigid conduit systems published in 2002 as the first edition with some modifications
of the technical contents, and shall be referred to along with JIS C 8461-1 : 2005 Con-
duit systems—Part 1 : General requirements.

The portions underlined with dots are the matters in which the contents of the
original International Standard have been modified. A list of modifications with the
explanations is given in annex 1 (informative).

1 Scope The scope of this part of JIS C 8461 includes the scope of JIS C 8461-1 :
2005 (hereafter referred to as “part 1”) and the following.

This part of JIS C 8461 specifies the particular requirements for rigid conduit
systems.

Remarks 1 Following JIS products come within the scope of this Standard.
JIS C 8305 Rigid steel conduits

2 The International Standard corresponding to this part of JIS C 8461
is as follows.

In addition, symbols which denote the degree of correspondence
in the contents between the relevant International Standard and JIS
are IDT (identical), MOD (modified), and NEQ (not equivalent) ac-
cording to ISO/IEC Guide 21.

IEC 61386-21:2002 Conduit systems for cable management—~Part 21 :
Particular requirements—Rigid conduit systems

(MOD)

2 Normative references Clause 2 of part 1 and the following shall apply.
JIS C 8305:1999 Rigid steel conduits
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3 Definitions For the purposes of this Standard, the definitions given in clause 3
of part 1 apply.

4 General requirements Clause 4 of part 1 applies.

5 General conditions for tests Clause 5 of part 1 and the following apply.

5.2 The following shall be added to 5.2 of part 1.

Remarks : Unless otherwise specified, metallic conduits and conduit fittings are

6 Classification Clause 6 of part 1 applies. However, 1 of 6.1.1, 1 of 6.1.2, 2 of
6.1.3, 3 of 6.1.3, 4 0f 6.1.3, 1 0f 6.1.4 and 1 of 6.1.5 of part 1 do not apply.

Information : Rigid conduit systems according to 2 of 6.1.1 and 2 of 6.1.2 and
classification 1X from 6.2.1, table 1 are not allowed in France.

7 Marking and documentation Clause 7 of part 1 and the following apply.

7.1.101 The conduit shall be marked in accordance with 7.1 along its entire length
at regular intervals of preferably 1 m but not longer than 3 m and each length shall
be marked at least once.

Compliance is checked by inspection.

7.1.102 The manufacturer shall document for the system the minimum inside di-
ameter and the classification in accordance with clause 6.

Compliance is checked by inspection.
8 Dimensions Clause 8 of part 1 shall be replaced as follows:

8.1 Threads and outside diameters shall comply with JIS C 8463 for metric con-
duits and with JIS C 8305 for other conduits.

8.2 Threadable conduits and threadable conduit fittings, except terminating con-
duit fittings, shall comply with table 101. Non-threadable conduit fittings, except
fittings which are part of a conduit system declaring tensile strength, shall comply
with table 102. The minimum inside diameter of the conduit system shall be as declared
by the manufacturer.

Compliance is checked by measurement.

Documents

Document Sharing Hub
PROTECTED BY COPYRIGHT

Full document details: JIS C 8461-21-2005


http://avadocuments2026.com/doc/jis-c-8461-21-2005
http://avadocuments2026.com/doc/jis-c-8461-21-2005

Table 101 Thread lengths

3

C 8461-21: 2005

Full document details: JIS C 8461-21-2005

PROTECTED B! COPYRIGHT

Metric conduit Thick steel conduit Thin steel conduit
Designation | External Internal | Designation | External | Designation | External
of screw thread thread of screw thread of screw thread
thread thread thread
M Minimum | Minimum CTG Minimum CTC Minimum
length length length length
mm mm mm mm,
6 5.5 6.5 — — — —
8 6.5 7.5 — — — —
10 8.5 9.5 — — — —
12 10.5 11.5 — — — —
16 12.5 13.5 — — — —
20 14.0 15.0 16 16.0 19 12.0
25 17.0 18.0 22 19.0 25 15.0
32 19.0 20.0 28 22.0 31 17.0
40 19.0 20.0 36 25.0 39 19.0
50 19.0 20.0 42 25.0 51 22.0
63 19.0 20.0 54 28.0 63 25.0
75 19.0 20.0 70 32.0 75 28.0
— 19.0 20.0 82 36.0 - -
— 19.0 20.0 92 36.0 — —
— 19.0 20.0 104 39.0 - -
Remarks: M: Metric screw thread
CTG: Thick steel conduit screw thread
CTC: Thin steel conduit screw thread
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