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JAPANESE INDUSTRIAL STANDARD JIS

Dry battery type buzzers C 9701-1992

1. Scope This Japanese Industrial Standard specifies dry battery type buzzers
(hereafter referred to as the "buzzers"), which generate signal sound by vibrating a
diaphragm electromagnetically employing dry batteries as their power source.
However, buzzers operated by both d.c. and a.c. are excluded.

Remarks: The following standards are cited in this Standard:
JIS C 2305 Pressboards for electrical purpose
JIS H 8610 Electroplated coatings of zinc on iron and steel
JIS H 8617 Electroplated coatings of nickel and chromium

2. Classification, type and rated voltage The classification, type and rated
voltage of buzzers shall be as shown in Table 1.

Table 1. Classification, type and rated voltage

Classification Type Rated voltage V

Bicycle buzzer For one R20P BC1-15 1.5
For one R14P BC 2-15 1.5

Moped buzzer For two R20P BB 1-3.0 3.0
For two R14P BB 2-3.0 3.0

For three R20P BB 1-45 4.5

Household buzzer BD -15 1.5
BD -3.0 3.0

Alarm buzzer BA -15 1.5
BA -3.0 3.0

BA -45 4.5

BA -6.0 6.0

Remarks: The symbols and numerical values used in the type have the
following meanings:

The first B ...ocooveoeiiiecirer e nrcvesenens buzzer

C next to first B ..o for bicycle

B next to first B....oooooviciiieiieceiens for moped

D next to first B.ocoovervroeieeeee for household

A next to first B .oooviiiicicnecceen for alarm

The numerical values in front of — ...... classification of used

dry batteries (1 denotes
R20P, and 2 denotes
R14P.)

The numerical values next to — ............ rated voltage
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