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JAPANESE INDUSTRIAL STANDARD

Location and Indication of: Controls, Indicators -
~and Tell-Tales for Motorcycles

1. Scope

i

cluding bicycles with prime mover).

Remarks 1.

JIS.

D 0034-1987 -

This Japanese Industrial Standard specif1es locations and operational d1rect10ns
of controls and indications of indicators and tell-tales used for motorcycles (in-

Controls mean knobs, levers, buttons and the like which are
operated by drivers to drive motorcycles

2. Indicators and tell-tales mean signal indicators which indicate
to drivers run or off of devices and good or bad of operatmg

conditions optically, or with scale or range.

C 2. Devices Covered in This Standard

2.1

Controls The following devices are covered.

Full document details: JIS D 0034-1987

(1) Ignition switch
(2) Auxiliary engine .stop switch (to stop enginé)
.'(3) Fuel cock (exclud_ing negative pressure type)
(4) Gear change peda_l |
(6) Turn signal switch :
(6) Horn switch
N (7) Headlamp beam swltch'
- | (8) Clutch lever |
. .(9) Throttle_ grip or lever
(10) Front .brake lever
(11) Rear brake lever
: : (l2) rManual choke lever or knob
. 7 (13) Electric starter switch
(14) Kick starter pedal
(15) Hazard warning switch
. : Corresponcling' International Standards and Reference Standards: See page 7.
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2,2 Indicators and Tell-Tales The following are covered.

(1) Indicator Lamp

(a) Turn signal lamp
(b) Neutral signal indicator lamp
(c) Upper beam indicator lamp

(2) Indicator or Tell-Tale Lamp

(a) Fuel
(b) Engine coolant temperature
(c) Battery

(d) Engine oil | ' C

3, General Matters

General matters relating to graphlcal symbols and letter symbols using in display
shall be as follows:

(1) Symbols placed on or adjacent to each control, indicator, or tell-tale shall
be recognizable by the driver from his seated position. .

(2) English letters shall, as a rule, be capital ones.

(3) The design relating to sizes, colours and others of graphical and letter
symbols are not restricted. '

4., Controls

4,1 Location and Operational Direction The location of controls and their
operational directlon shall be as given in Table 1. ‘
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