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JIS D 0207

(1977
General Rules of Dust Test for
Automobile Parts
1. Scope
This Japanese Industrial Standard speciiies the general rules of
the dust test for the automobile parts, hercinafter referred to as the
“parts',
2. Definitions
For the purposes of this standard, the following definitions apply:
(1) dust preventive property The property which prevents dusts
from intruding into interior of the parts.
(2) dust resistant property The property which withstands degra-
dation of performances of the parts against the adherence and
intrusion of the dusts.
-1- Documents

Document Sharing Hub

Provided by IHS Licensee=Hong Kong Polytechnic University/9976803100
No reproduction or networking permitted without license from IHS Not for Resale, 07/29/2014 23:37:31 MDT

Full document details: JIS D 0207 1977


http://www.avadocuments.com/doc/jis-d-0207-1977
http://www.avadocuments.com/doc/jis-d-0207-1977

—D 0207—

3. Tyvpes of Tests and Symbols

The types of tests and symbols shall be as given in Table 1.

Tahle 1

Type of test

Purpose of test

Floating
dust
test
(Symbol T)

The test for assessment of the
dust preventive property or dust
resistant property of the parts
against floating dusts in the air

Aerial
current test
(Symbol C)

The test for assessment of the
dust preventive property or dust
resistant property of the parts
subject to a dusty current

4. Testing Methods

Attaching a specimen to a test equipment in the normal operating

conditions and generally using the test dusts, hereinafter referred to

as the '"dusts", specified in JIS Z 8901, the tests shall be carried out

under the conditions specified in Table 2. However, the attaching of

the specimen in the aerial current test shall be so adjusted, as far as

possible, that the direction of dusty current is in alignment with the

direction of the aerial current when mounted to the actual car.
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