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JAPANFESE INDUSTRIAL STANDARD J IS8
Measuring Method of D 0302-1967
Automobile Exterior Dimensions (Reaffirmed: 1984)

1. Scoge

This Japanese Industrial Standard specifies the measuring positionms
and measuring gist of exterior dimensions of passenger cars(l) and vans (1).

Further, this standard is also applicable to motor truck(l), as
appropriate.

Note (1) The passenger cars, vans and motor trucks mean those
specified in JIS D 0101.

2. Definitions

For the purposes of this standard, the definitions shall be
in accordance with JIS D 0102.

3. Measuring Conditions

3.1 The automobiles is placed on a horizontal plane in a working order
and measured in empty state at the straight-advancing attitude.

Note: When the value measured in fully laden condition is appended,
note the effect.

3.2 Accessaries of automobile shall be measured under the following
conditions:

3.2.1 The rear reflecting mirror and the under mirror are not
included.

3.2.2 Number mark sheet is not included. However, the number mark
sheet bracket is included.

3.2.3 The antena is not included.

3.2.4 Traction, appatatus, hook, bumper, etc. fixed with the
underframe and body of car which are other than those given in 3.2.1 and
3.2.2, shall be considered to be solidly fixed matters and be included in
the measuring range.

Reference Standards:
JIS D 0101-Glossary of Terms Relating to Kinds of Automobiles

JIS D 0102-Glossary of Terms Relating to Automobiles-Dimensions,
Masses, Weights and Performances of Automobiles

JIS Z 8401-Rules for Rounding off of Numerical Values
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