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JAPANESE INDUSTRIAL STANDARD . J1s
General Rules of Running Test Method of Automobiles D 1010-1982
1. Scope

This Japanese Industrial Standard specifies the general rules governing the run-
ning test method for automobiles,

2. Test Method

2.1 TestItems The running test shall be made on the items enumerated below.
The items, however, may be partially omitted as the type and purpose of automobile
demands.

(1) Calibration of Speedometers (To be performed in accordance with JIS D
1011.) - —

(2) Fuel Consumption Test ’(To be performed in accordance with JIS D 1012.)

(3) Brake Test (To be performed in accordance with JIS D 1013.)

(4) Acceleration 'I;‘estr (To be performed in accordance with JIS D 1014, )

(5) Coasting Test (To be performed in accordance with JIS D 1015,)

(6) Maximum Speed Test (To be performed in accordance with JIS D 1016.)

(7) Climbing Steep Hill T,est”('I‘o be performed in accordance with JIS D 1017.)

(8) Liong Climbing Hill Test (To be performed in accordance with JIS D 1018.)

(9) Traction Test (To be performed in accordance with JIS D 1019.)

(10) Sand Ground Test (To be performed in accordance with JIS D 1020.)
(11) Starting Test (To Ibe performed in accordance with JIS D 1021.)

(12) Driving Test (To be performed in accordance with JIS D 1022, )

(13) Overhauled Inspection (To be pérforméd in accordance with JIS D 1023,)

2.2 P,rrepar'ation of Automobile to be Tested

2,2.1 The automobile to be tested shall be equipped suitably according to the :

purpose of test, and shall be under the loaded condition, unless otherwise specified.
The loaded condition implies the condition such that an unladen automobile is

ridden by a number of persons equal to the riding capacity and loaded with a quantity
of goods equivalent to the maximum loading mass, In that, the mass for one riding
capacity is assumed to be 55 kg, the persons for the seating capacity shall be seated
in the specified positions, the persons for the standing capacity shall be riding uni-
formly in the standing positions, and the goods shall be loaded uniformly on the goods
carrying device. By the total mass under this condition is meant the e rihirtants
mass, :
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