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_ JAPANESE INDUSTRIAL STANDARD k J I S

Sand Ground Test Method of Automobiles " D 1020-1982

1. “Scope

 This Japanese Industrial Standard specifies ‘the:method of sand
ground test for automobiles.

Remark. The unit shown in braces { )} in this standard is based
: . on the International System of Units (SI) and is -
- attached for reference. :

2,  Test Method

2.1 The condition of the automobile being tested and the test
appliances used shall be in accordance with JIS D 1010.

2.2 As the testing sites, a flat sand ground free from intermixed
gravel and an inclined ground with a gradient of about 5 degrees shall',-
"be selected. '

2.3 The automobile tested shall be attached with a. fuel consumption
measuring apparatus. .

2.4 The sand ground test shall be performed on the following items.b
(1)  Speed test,
(2) Minimum turning:radius test.
(3) W1l climbing test.
(4) briuing test;'d

2.5 1In the speed test, a 150 m course of a flat sand ground shall
be selected, the 25 m lengths at both ends shall be used as the
entrance distance and the middle 100 m shall be used as the measuring
section. The automobile shall be driven across the above section at
the maximum speed, and the time required, change gear position, and

~ the maximum depth of the wheel trace which allows driving shall be
measured.

2,6 As'for the speed—change'gears:used'in the speed test, Beveral
kinds of suitable gears shall preliminarily be selected, and speed
change shall not be made in the course of ome test running. '

2.7 In the minimum turning radius'test,rthe'minimum turning radius
which allows turning round on the flat sand ground shall be measured.

2,8 In the hill climbing test, the hill climbing ability shall be
examined on the inclined sand ground with a gradient of about 5
degrees in accordance with JIS D 1017 as appropriate,

‘ Applicable Standards: See page 4.7' o
' - Documents
Document Sharifg Hub

T '—-r_r—r, T T *\
Full document deta|ls JIS D 1020‘-1982


http://www.avadocuments.com/doc/jis-d-1020-1982
http://www.avadocuments.com/doc/jis-d-1020-1982

