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Measurement of Noise Emitted by D 1026-1987
Stationary Road Vehicles '

1. Scope

This Japanese Industrial Standard specifies the testing method of
outside noise emitted by stationary road vehicles, hereinafter referred to as
the "vehicles" at a test location having acoustic characterlstlcs readlly
obtainable alongs1de a road and the-like.

Remarks 1, ThlS standard. is intended to judge the presence of
. difference of noises emitted by the following causes
and others by comparison with the results of reference
tests tested in accordance with the same testing method
-(for example, the real test results of type approval),
testing the vehicles in use.

(1) - The- damage abnormal actuation or modification of
silencer and others whlch can not be found by
visual 1nspect10n

(2) The part1a1 or complete removal of devices reducing
the em1ss1on of noise, such as silencer and the
like. :

-2, The numerical values obtained in this standard neither
represent the noises emitted by the vehicles during -
running measured by the other testing method [JIS

- D 1024, ISO 362 and ISO 7188], nor can be used for
comparison of noises emitted by different vehicles*,

Note * The different vehicles mentioned herein mean
the vehicles which are considered to be not
same in type, in type approval and the like,

Appllcable Standards

JIS B 0108-Glossary of Terms Relatmg to Rec1procat1ng Internal-
Combustion Engines

JIS C 1505-Precision Sound Level Meters :
JIS Z 8401-Rules for Roundlng off of Numerical Values

Corresponding International Standard:

ISO 5130 ~ Acoustics-Measurement of noise emitted by statlonary road
vehicles- Survey method

Reference Standards
JIS D 1024~ Measurements of N01se Emitted by Automobiles

ISO 362 . Acoustics-Measurement of noise emitted by acceleratlng
road vehicles-Engineering method

ISO 7188  Acoustics-Measurement of noise emltted by passenger cars
under conditions representatlve of urban driving
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