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l JAPANESE INDUSTRIAL STANDARD . JIs
- Calibration Method of Speedometers for D 1032-1982
Motor Cycles ‘(Reaffirmed: 1987)
1. Scope

This Japanese Industrial Standard specifies the calibration method
of speedometers and ancillary distance meters attached in motorcycles
- subjected to running tests.

P

Remark The unit shown in braces { } in this standard is based on
the International System of Units (SI) and is attached for
reference. :

2. Clagsification of Tests

The calibration of speedometers and distance meters of motorcycles
. shall be performed according to the following methods:

(1) Speedometer testing method
(2) Distance meter testing method

3. Speedometer Testing Method

3.1 The test motorcycle shall be adjusted so as to have the
prescribed tire air pressure and-carry one rider.

3.2 The test road shall be a flat and uniformly paved straight road
with a measuring section of 100 to 200 m length in the middle part and
entrance sections before and after it.

3.3 The test motorcycle shall be driven across the measuring
section at a constant speed based on the speedometer indication and
the time required therefor shall be measured. Then the speedometer
correction factor (C») shall be obtained from the following formula:

' _ The test shall as a rule be performed at speed :Lntervals of
o 10 km/h starting with 20 km/h.

B actual speed/ _8.6s
speedometer indication speed V¢

where s ¢ distance of measuring section m

V .t speedometer indicatipn speed km/h

T

¢t : time required to run across measuring section s

3.4 The test records and results shall be reported as shown in
Appended Table 1.

4, Distance Meter Testing Method

4.1 The test motorcycle shall be adjusted so as.to have the
prescribed tire ailr pressure and carry one rider.
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