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JAPANESE INDUSTRIAL STANDARD o - J IS
Method of Brake Test for | D 1034-1990
‘Mopeds and Motorcycles
1, Scope
This Japanese Industrial Standard specifies the method of brake test for
mopeds and motorcycles (herafter referred to as the "motorcycles"). Provided: that -
motorcycles equipped with a sidecar are excepted.
Remark: - The units and numerical values given in { } in this Standard are

based on the traditional units and are currently the criteria in
force,

2. Test Conditions

2.1 Test Road Conditions and Weather Cond1t1ons The test road . conditions
and weather cond1t10ns shall be as follows: :

(1) The test road shall be a flat, horizontal, straight, and dry,pavement.

(2) - The test shall be conducted when the wind velocity is not more than
5 m/s.

(3) The atmospheric temperature shall be within the range free from 1nﬂuence
to the performance,

2.2 Test Motorcycle The conditions of test motorcycle shall be as follows.

(1) The loading COl’ldlthIl of test motorcycle shall be one driver and the
‘maximum load1ng

Furthermore, the loading mass at the time of one driver shall be
85 * 10 kg including the dr1ver and -the measuring mstruments

(2) The braking apparatusshall ‘be adjusted regularly ‘and be under the
conditions free from abnormal heat history, water wetting and the like.

Reference Standards:

JIS D 0210-General Rules of Brake Test Method of Automoblles Motor
Cycle

JIS D 1031-General Rules of Running ‘Test Methods for Motor Cycles

JASO C 434  Service Brake Road Test Procedure, Motorcycles
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