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Method of Brake Test for - D 1034 1990
‘Mopeds and Motorcycles
1. Scope
This Japanese Industrlal Standard specifies the nlethod of brake test for _
mopeds and motorcycles (herafter referred to as the “motoreyeles") Provided_ that - -
motorcycles equipped with a 31decar are excepted C
Remark: The umts and numerical values glven in { } in th1s Standard are

based on the trad1t10na1 umts and, are currently the criteria in
force. -

2. Test Conditions

' 2.1 Test Road Conditions and Weather Conditions The test 'roadlconditi_ons '
and weather condltlons shall be as follows' o S

(1)\ The test road shall be a flat horlzontal stralght and dry pavement.

(2) The test shall be condueted when the Wmd veloc1ty is not more than
' 5 my/s. e

(3) The atmospheric temperature shall be w1th1n the range free from 1nfluence
to the performance. . -

2.2 Test 1 VIotorcycle The 'conditions of test motorcycle shall be as follows.

(1) The loadmg condltlon of test motorcycle shall ‘be. one drlver and the
maximum loadlng ' _ .

~ Furthermore, .the loadlng mass at the time -of one driver shall be
85 10 kg including the driver and the measuring instruments.

- (2) The braking apparatus shall be adjusted regularly and be under the -
conditions free from abnormal heat history, water wetting and the like.
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