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UDC 629.118.6.018.2:534.6.08
JAPANESE INDUSTRIAL STANDARD JIS
Method of Acoustic Test of Horns
for Motor Cycles D 1041-1987
1. Scope

This Japanese Industrial Standard specifies the method of acoustic
test of horns of motor cycles.

2. Testing Method

The testing method of the horns of motor cvcles shall be as follows:

@) The testing site shall be surrounded by a sufficient open space
to prevent the influence of reflected sounds.

(2) The sound pressure level of the horn at the position two meters
forward from the front end of the test motor cycle shall be
measured.

(3) The storage battery shall be kept in the normal charged condi-
tion before starting the test.

In the case of an alternating current type horn, the test
shall be performed with the engine rotational speed set at
3000 rpm.

(4) Measurement shall be performed two or more times with a blowing
time of approximately two sec in each measurement and the maxi-~
mum value of sound pressure level during that time shall be
measured.

(5) The microphone shall be positioned one meter above the ground
and desirably by supported by a tripod as far as possible.

(6) Measurement shall be made with respect to the C characteristic
of the sound level meter as specified in JIS C 1502.

(7 It is desirable that the background noise has a difference of
10 dB or more from the sound being measured, but where inevi-
table, the measured value may be corrected according to JIS
Z 8731 if the difference is 3 dB or under.

(8) The records and results of the test shall be written in the test
result table of the form shown in Attached Table.

Applicable Standards:

JIS C 1502-Sound Level Meters

JIS Z 8731-Methods of Measurement and Description of Arweighffd Scund
Pressure Level ocuments
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