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, . JAPANESE INDUSTRIAL STANDARD ' JI8
‘ Performance Requirements of Turn Signal D 1605-1988
Switches for Automobiles '
1. Scope
This Japanese Industrial Standard Specifies the performance of and the
inspection methods for the turn signal switches for automobiles, hereinafter
referred to as the "gwitch", but not those for the two-wheeled motor vehicles.
* Remarks: The units and numerical values given in { * } in this Standard
are in accordance with the traditional System of Units and
are appended for 1nformat1ve reference.

2. Definitions

L The meaning of the terminology used in this Standard are as follows
. éxcept that are specified in JIS D 0103."

(1) operational feel of lever The impact of touch to the hand in operating
a switch. '

(2) L point The stop position of the control lever, hereinafter referred to
as "lever" that has effected a left side turn s1gnal lamp.

(3) R point The stop position fo the lever that has effected a right side
turn signal lamp.

(4) N point The neutral stop position of lever when neither the left nor the
right side turn signal lamps does not operate.

(5) self-cancel mechanism  The mechanism provided a switch for auto-
matlcally returning the lever to N position as soon as the steering
wheel is returned from the right turn position (or left turn position)
with the lever positioned at R position (or L position).

. Applicable Standards:
4IS C 1102-Electrical Indicating Instruments
JIS C 1301-Insulation Resistance Testers (Magneto Generator Operated)

JIS C 1302-Insulation Resistance Testers (Battery Operated)

JIS D 0103-Glossary of Terms Relating to Electric Equipments for .
Automobiles

JIS D 0203-Method of Moisture, Rain and Spray Test for Automobile Parts

JIS D 1601-Vibration Testing Method for Automobile Parts
JIS Z'8703—Standard Atmospheric Conditions for Testing

. Reference Standard:
SAE J 589-Turn Signal Switch
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