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JAPANESE INDUSTRIAL STANDARD : JIS

.’ Adaptability Test Code of Spark Plug‘ D 1606-1987
for Automobiles

1. Scope

This Japanese Industrial Standard specifies practical testmg procedures
for adaptability of spark plugs for automobiles, hereinafter referred to
~as the "spark plugs", to an engme when they are attached to the engine.

2. Definitions

. For the purpose of this Standard, in addition to the deﬁnitions of JIS
B 0108, the following definitions shall apply:

. (1) pre-ignition test A test to verify whether spark plugs operate _
normaly or not, in such a manner that the spark plugs are attached
e to the engine, and occurrence of pre-ignition is made easy by
. advancing the ignition timing so that the running conditions are
severe,

(2) adaptability test under hght load A test to evaluate adaptability of |
spark plugs to an engine in light load running of automobile by means
of soot fouling character or carbon self-cleaning character.

(3) soot fouling test Such test that an automobile is placed on a chassis
dynamometer in a low temperature test room, specimen spark plugs
are attached to the engine, the automobile is run in a prescribed
pattern almost close to actural situation, and the degree of soot
fouling of the spark plugs is examined. :

(4) carbon self-cleaning test Such test that an automobile is placed on
a chassis dynamometer, spark plugs previously soot fouled are attached
to the engine, and the vehicle speed at which the carbon on the tip of
insulator at sparking part of plug burns out is examined. This method
is used instead of carrying out soot fouling test mainly for motorcycles.

Applicable Standards

JIS B 0108- Glossary of Terms Relatmg to Reciprocating Internal—
. Combustion Engines

JIS B 8031-Spark Plugs for Internal Combustion Engines Documents
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