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D 2606 - 2008

Foreword

This translation has been made based on the original Japanese Indus-
trial Standard revised by the Minister of Economy, Trade and Industry
through deliberations at the Japanese Industrial Standards Committee
as the result of proposal of revision of Japanese Industrial Standard
submitted by Society of Automotive Engineers of Japan (JSAE) with
the draft being attached, based on the provision of Article 12 Clause 1
of the Industrial Standardization Law applicable to the case of revision
by the provision of Article 14.

Consequently JIS D 2606 : 1999 is replaced with this Standard.
This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with a patent right, application for a patent after opening
to the public, utility model right or application for registration of utility
model after opening to the public which have technical properties. The
relevant Minister and the Japanese Industrial Standards Committee
are not responsible for identifying the patent right, application for a
patent after opening to the public, utility model right or application for
registration of utility model after opening to the public which have the
said technical properties.
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JAPANESE INDUSTRIAL STANDARD JIS D 2606 : 2008

Automotive parts—Air brake rubber
hose and hose assemblies

Introduction

This Japanese Industrial Standard was established in 1980 and became what to this
day through the revision in 1999. The revision of this time is to respond to the techni-
cal progress afterwards.

The corresponding International Standard has not yet been established at this point.

1 Scope

This Standard specifies the required performance, testing method and marking for
the air brake rubber hose (hereafter referred to as “hose”) and the air brake rubber
hose assembly (hereafter referred to as “hose assembly”) to be used for the air braking
device of automobiles and accessories related to that device.

In these hoses and assemblies, the air servo hydraulic brakes and air overhydraulic
brakes are included.

2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS K 6258 Rubber, vulcanized or thermoplastic — Determination of the effect
of liquids

JIS K 6274 Rubber and plastics — Analysis of multi-peak traces obtained in
determinations of tear strength

JIS K 6330-1 Testing methods for rubber and plastics hoses — Part 1° Methods of
measurement of dimensions for hoses and hose assemblies

JIS K 6330-2 Testing methods for rubber and plastics hoses — Part 2° Hydrostatic
testing

JIS Z 2371 Methods of salt spray testing

3 Terms and definitions

For the purposes of this Standard, the following definitions apply.
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3.1 hose assembly

an air brake rubber hose equipped with end fittings at both ends for use in an air
braking device and accessories related to that device

3.2 hose

a flexible tube to transmit air pressure to air braking device and accessories related
to that device, which is one component of the hose assembly

3.3 end fitting

a joint designed so as to be connect to both ends of hose assembly permanently,
which is one component of the hose assembly

3.4 crack
flaws generated on the surface of hose due to environment and/or stress
3.5 leakage

air leakage caused by the hose defects

4 Construction
4.1 Hose

The hose shall be the oil resistant inside rubber layer with smooth inside surface
consisting of one or more reinforcing layers and the weather resistant outside rubber
layer.

4.2 End fitting

The end fitting shall be made of steel or alternative materials which shall have cor-
rosion resistant.

5 Classification and dimensions
5.1 Classification

The hose shall be classified into Type 1 and Type 2 according to the required per-
formance difference as shown in table 1.

5.2 Dimensions
The inside diameter and tolerances of the hose shall be in accordance with table 1.

When determining between the parties concerned, it will be upon the agreement.

Documents
PROTECTED BY COPYRIGHT Document Sharing Hub

Full document details: JIS D 2606-2008


http://www.avadocuments.com/doc/jis-d-2606-2008
http://www.avadocuments.com/doc/jis-d-2606-2008

