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JAPANESE INDUSTRIAL STANDARD J 1B

Hose Clamps for Automobiles D 3621-1982

This Japanese Industrial Standard specifies hose clamps, hereinafter
referred to as the "clamps', mainly used to connect the hoses for cooling,
suction air, fuel, lubrication and heating systems in automobiles with the
joint fittings or metallic tubes.

2 Classifications

The clamps are classified into 2 classes as shown in Table 1,
according to the construction of clamp screw part.

Table 1. Class of Clamp

Class

Construction

Applicable nominal size
(By Attached Table)

Type A 1 | Clamp plate is flat plate

6 to 136

Type A 2 | Clamp plate is squeezed plate

20 to 136

==

3. Shage and Dimensions

The shape and dimensions of the clamp shall be as given in Attached

Table.

Applicable Standards:

JIS B

JIS B

JIS B

JIS B

JIS B

JIS B

JIS D

JIS G

JIS G

JIS G

0205-Metric Coarse Screw Threads

0209-Limits of Sizes and Tolerances for Metric Coarse Screw

Threads

1051-Mechanical Properties of Steels Bolts and Screws

1101-Slotted Head Machine Screws

1111-Cross-Recessed Head Machine Screws

1180-Hexagon Head Bolts and Hexagon Head Screws

0201-General Rules of Electroplating for Automobile Parts

3141-Cold Rolled Carbon Steel Sheets and Strip

3521-Hard Drawn Steel Wires

3532-Low Carbon Steel Wires
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